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December 20, 2005

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill: Gilsonite State G-32-8-17, H-32-8-17, M-
32-8-17, N-32-8-17, and Q-32-8-17.

Dear Diana:

Enclosed find APD's on the above referenced wells. They are all directional wells that
will be drilled off of existing well pads. When these APD's are received, please contact
Brad Mecham or Shon McKinnon to set up a State On-Site. If you have any questions,
feel free to give me a call.

Sincerely,

Mandie Crozier C
Regulatory Specialist

cc: SITLA
me
enclosures
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DEC212005
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Newfield Exploration Company Route 3 Box 3630 Myton, UT84052 (435) 646-3721 Fax (435)



FORM 3

STATE OF UTAH

DIVISION OF OIL, GAS AND MINING 5.I,8ASEDRSkiNATIt]NANDSERIALNEJ.

ML-22060
6. 1171NDlAN,ALLUTTEE OR TRIBENAME

APPLICATION FOR PERMIT TO DRILL, DEEPEN N/A
la.TYPROFWORK DRILL x |DEEPEN I I 7.UNITAGREEMENTNAME

lb.TYPEOl:WELI Gilsonite
SINGIÆ MUI.TIPIÆ R.F.ARMORI,EASI:NAME

OIL X GAS OTHER ZONE X ZONE | | N/A
2. NAME OF OPERATOR 9, WELL NO.

Newfield Production Company Gilsonite State #G-32-8-17
3, ADDRESS AND TELEPHONE NUMBER: 10. F1E1,13 AND Pot]L OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte (64
4. LOCATION OF WELL (POf )TAGH) 11 QTWQTK,SECTFORTOWNSHIP,RANfiE, MERIDTAN

At Surface SE/N W 1943' FN L 1918' FWÙ
At proposed Producing /one NW 1326' FNL 1322' FWL I NW

Sec. 32, TSS, R17E
14.DISTANCE IN MII,1(S AND OlRECTION FROM NEAREST TOWN OR POST OFFICE" 12. County 13. STATE

Approximately 11.6 miles southeast of Myton, UT Duchesne UT
15.DISTANCE FROM PROPOSED* LOCATION TO NEAREST PROPERTY 16. NO. (JF ACRES IN 1.EASE 17. NO. OI ACRES ASSIGNEDTO THIS WEld.,

OR I.I ASI 1,fNE,FT.(Alsotoneerestdtlg.Unitline.ifuny)

Approx. 1322' f/lse line and 1322' flunit line 598.67 20
18.DISTANCE FROM PROPOSEI) 1,OCATION* TO NEAREST WEl.,I., 19.PR.OPOSEDDEPTH 20. ROTARY OR CABLETOOLS

DRILLING, COMPLETED, OR APPI,ilfl3 FOR ON TI IIS 1,ILASit, FF.

Approximately 1167' (Down Hole) 6500' Rotary
21. ELEVATIONS (Show whether DF, RT, OR, etc.) 22.APPROX. DATE WORK WILL START*

5253' GL 1st Quarter2006
m PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOlÆ NIZE OF CASIlNG WEIGHT/FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD 275 sx lead followed by 450 sx tail

See Detail Below

DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give date on present productive zone and proposed new productive zone. If proposal is to drill or deepen directionally, give pertinent data on

subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.
*The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

En s37 ¥o.more
SURFACE PIPE - 155 sx Class G Cement +/1 10%, w/ 2% CaCl2 & I/4#/sk Cello-flake

Weight: 15.8 PPG YlELD: 1.17 Cu Ft/sk H2O Reg: 5 gal/sk

LONG STRING - Lead: Premium Lite 11Cement + 31bs/sk BA-90 + 3% KCl +
.25 lbs/sk Cello Flake + 2 lbs/sk Kol Scal +

10% Bentonite +
.5% Sodium Metasilicate

Weight: 11.0 PPG YIELD: 3.43 Cu Ft/sk H2O Reg: 2LO4 gal/sk

Tail: 50-50 Poz-Class G Cement + 3% KCl +
.25 lbs/sk Cello Flake + 2% Bentonite +

.3% Sodium Metasilicate

2N

ne & Signature

title:.59 egFtlatkory

c st

7.88 gal/s

e 12/211V2005

(This space for State use only)

RECEIVED
DEC212005

DIV.OFOlL,GAS&



TBS, RY7E, S. L.B. &M. NEWPÆÐPRODUCTIONCOMPMY
S89 55'W - BO.06 (G.L.O.) WELL LOCATION, GILSONITE STATE

0-32-8-17, LOCATED AS SHOWN IN
THE NW 1/4 OF SECT10N 32, TBS, R17E,

LOT 1
S.L.B.&M. DUCHESNE COUNTY, UTAH.

o o - o
LOT2

1322'
(comp.) \*4 B A R SC A LE

191B' . e for s
Note:

1. The West 1/4 Corner of Section 32
(comp.) bears N45 07'OD"W 3738.46' from the

d South 1/4 Corner of sold Section.tor J tato - 2. Some lots were not labeled due to
1970 OR/LLING Brass CUP 2 the Some lots were not labeled due
Brass CUP LOT 4 WOOW .

3. to the illegibility of the G.L.O. Plat.
The Proposed Well head bears
N69°26'26"E 2045.38' from the West

4. 1/4 Corner of Section 32.
Se LOTS The top of hole bears N4304'53"W

872.27' from the Bottom of hole.
Lors

THIS IS TO CERTIFY THA WAS
PREPARED FROM FiELD g, RVEYS
MADE BY ME OR UN Ng THAT

\
\¯¯¯ c THE SAME ARE TRU RRECT T TH T OF

\ e MY KNOWLEDGE AN I .No.189377

8 NELLLOCA770W:
GLSOW/7ESTA7E G- J2-8-17 T CY W.
ELEY UNGRADED GROUND = 52526' REGIS D LA

NB9°41'J/"E
- 2641.95' (Meas.) '

TRI STATELANDSURVEYING& CONSULTINGN89 5B'E (G.L.O.)
180 NORTH VERNAL AVE. - VERNAL, UTAH 84078

(435) 781-2501

|
GLSOH/Œ STAlŒ G-J2-8-17 DATE SURVEYED:

= SECTION CORNERS LOCATED (Surface Location) NAID83 11-23-05 SURVEYED BY: C.M.

LA777UDE =
40° 04' J4.74" DATE DRAWN: DRAWN BY F.T.MBASIS OF ELEV, LONG/7UDE =

110° 01' 58.86" 12-8-05

U.S.G.S. 7-1/2 min QUAD (MYTON SE) REVISED: SCALE: 1" =



NEWFIELD PRODUCTION COMPANY
GILSONITE STATE #G-32-8-17
SE/NW SECTION 32, TSS, RI7E
DUCHESNE COUNTY, UTAH

TEN POlNT DRILLING PROGRAM

I. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0 - 1700'
Green River 1700'
Wasatch 6500'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 1700' - 6500' - Oil

4. PROPOSED CASING PROGRAM:

Surface Casing: 8-5/8" J-55 24# w/ST&C collars; set at 290' (New)
Production Casing:5-1/2" J-55, 15.5# w/LT&C collars; set at TD (New or used, inspected).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator's mininnun specifications for pressure control equipment are as follows:

An 8" Double Ram Hydraulic unit with a closing unit will be utilized. Function test of BOP's will
be check daily.

Refer to Exhibit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

The well will be drilled with a fresh water/polymer system will be utilized. If necessary, to
control formation fluids, the system will be weighted with the addition of bentonite gel, and if
conditions warrant, barite. This fresh water system typically will contain Total Dissolved Solids
(TDS) of less than 3000 PPM. Neither potassium chloride nor chromates will be utilized in the
fluid system. The anticipated mud weight is 8.4 ppg and weighted as necessary for gas control.

MUD PROGRAM MUD TYPE
Surface - 3200' fresh water
3200' - TD' fresh water system

From about smface to TD, a fresh water system will be utilized. Clay inhibition and hole stability
will be achieved with a KCL substitute additive. This fresh water system will typically contain
Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated mud weight is 8.4 lbs/gal. If
necessary to control formation fluids or pressure, the system will be weighted with the addition of
bentonite gel, and if pressure conditions warrant, with barite. No chromate additives will be used
in the mud
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Ten Point Well Program &
Thirteen Point Well Program
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7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Ganuna Ray and Caliper log from TD to
base ol'surface casing @290' +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal
temperatures will be encountered; or that any other abnormal hazards such as H2S will be
encountered in this area.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the first quarter of 2006, and take
approximately seven (7) days from spud to rig
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NEWFlELD PRODUCTION COMPANY
GILSONITE STATE #G-32-8-17
SE/NW SECTION 32, T8S, R17E
DUCHESNE COUNTY, UTAH

THÏRTEEN POINT SURFACE PROGRAM

1. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site Gilsonite State G-32-8-17 located in
the SE ¼ NW ¼ Section 32, T8S, RI7E, S.LB. & M., Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southeasterly along Hwy 53 - 9.9 miles ± to it's junction
with the beginning of the access road to the existing 6-32-8-17 well location; proceed along the
access road - 0.1 miles ± to the proposed G-32-8-17 well.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in thevicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

The is no proposed access road for this location. The proposed well will be drilled off of the
existing 6-32-8-17 well pad. See attached Topographic Map "B".

There will be no new gates or cattle guards required.

3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT B.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

The proposed well will be drilled directionally off of the existing 6-32-8-17 well pad. There will
be a pumping unit and a short flow line added to the existing tank battery for the proposed G-32-8-
17.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility
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Tank batterics will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted Desert Tan. All facilities will be painted within six months of
installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Fresh water purchased from the Johnson Water District will be used for drilling. A tempomry
poly pipeline may be used for water transportation from our existing supply line from Jolmson
Water District, or trucked from Newfield Production Company's injection facilities - EXHIBIT
A.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

The proposed Gilsonite State G-32-8-17 will be drilled off of the existing 6-32-8-17 well pad. No
additional surface disturbance will be required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than 3000
PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed luizardous
will be placed in this pit. Therefore, it is proposed that no synthetic liner be required in the reserve
pit. However, if upon constructing the pit there is insufficient fine clay and silt present, a liner
will be used for the purpose of reducing water loss through percolation.

Newfield requests approval that a flare pit not be constructed or utilized on this location.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

Inunediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
R19E) or at State of Utah approved surface disposal facilities.

8. ANCILLARY FACILITIES:

There are no ancillary facilitics planned for at the present time and nonc foreseen in the near
future.

9. WELL SITE
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See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch not wire shall be used with at least one strand of barbed wire on top of the net.
I

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the reserve pit will be reclaimed within one hundred twenty (120) days from
the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons removed.

b) Dry Hole Ahandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandomnent and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: State of Utah

12. OTHER ADDITIONAL INFORMATION:

a) Newfield Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Newfield is to immediately
stop work that might further disturb such materials and contact the Authorized
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b) Newfield Production will control noxious weeds along rights-of-way for roads, pipelines,
wcIl sites or other applicabic facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be fumished to
the field representative to ensure compliance.

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the Gilsonite
State G-32-8-17, NewficId will not use, produce, store, transport or dispose 10,000# annually of
any of the hazardous chemicals contained in the Enviromnental Protection Agency's consolidated
list of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization
Act (SARA) of 1986. Newfield also guarantees that during the drilling and completion of the
Gilsonite State G-32-8-17 Newfield will use, produce, store, transport or dispose less than the
threshold planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR
355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.

13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Shon McKinnon Brad Mecham
Address: Newfield Production Company Newfield Production Company

Route 3, Box 3630 Route 3, Box 3630
Myton, UT 84052 Myton, UT 84052

Telephone: (435) 646-3721 (435) 646-4811

Certification

Please be advised that Newfield Production Company is considered to be the operator of well #G-
32-8-17, SE/NW Section 32. TSS. Rl7E. LEASE #ML-22060, Duchesne County, Utah and is
responsible under the terms and conditions of the lease for the operations conducted upon the
leased lands. Bond coverage is provided by Hartford Accident
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Ï hereby certify that the proposed drill site and access route have been inspected, and I am fatniliar
with the conditions which currently exist; that the statements made in this plan are tnie and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by Newfield Production Company and its contractors and subcontractors in
conformity with this plan and the terms and conditions under which it is approved. This statement
is subject to the provisions of the 18 U.S.C. 1001 for the Ïiling of a false statement.

Date Mandie Crozier
Regulatory Specialist
Newfield Production Company
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NEWFIELD PRODUCTION COMPANY
GILSONITE STATE 6-32-8-17 (0-32; H--32)

Section 32, TBS, R17E, S.L.B.&M

PROPOSED ACCESS
ROAD (Max. 6% Grade)

E/8.2
roe or GRADE

' F/ar

/ STA. 3+20

ROUNO CORNER TO P/T TOPSO/O
,AVO/O EXCESS F/LL STOCKP/LE

O 1

sTA. 2+52

WEl/_ HEAD
I UNGRADED = 5253. J'

/N GRADE = 5252.9'
Purnp

I,
Jack

C/5. 7 )
'

i so' e e .4 e - x
STA. 1+90

135' Wel/ H-X
40

Cy/0.8 Pump
2' Berrn Around F/// JØCÑ
Portion of Location

Top of EC
Cut Slope MAT R/AL

Edge of
Existing Pad

ROUND CORNER 70
A VO/O EXCESS FILL

STA. 0+00

C/2. 5 F/2. 4 F/8. 9

SURVEYEO BE c.M. SCALE 1" = 50' 'ri Sta,te (435) 781-2501

La.nd Surveying Inc.
DRAWNBY F TM DATE 12--8-05 '

\ 180 NORTH VERNAL AVE, VERNAL, UTAH
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NEWFIELD PRODUCTION COMPANY

CROSS SECTIONS

GILSONITE STATE 6-32-8-1?' (G-32; H-32)

Il

1" = 50' SM. J+20

1" = so' S M. 2+52

F/N/SHED GRADE EX/ST/NG
GRADE

so' SM. 1+90

lil=lll=lll=ll|

1 = So' SM. 0+00 ESTIMATEDEARTHWORK QUANTITIES
(No Shrink or swell adjustrnents have been used)

(Expressed in Cubic Yards)

ITEM CUT FlLL 6" TOPSOIL EXCESS

NOTE. PAD 1,230 610 TOPsoil is 620
not included

UNLESS OTHERWISE NOTED PIT 640 0 in Pad cut 640
CUT SLOPES ARE AT 1:1
FILL SLOPES ARE AT 1.5:1 TOTALS 1,870 610 130 1,260

SURVEYEO BK C.M. SCALE: 1" = 50' ri Sta,te c'32'"'-2'"'
La,nd Surveying, Inc.

DRA WN BK E TM. DA TE: 12-8-05
\ 180 NORTH VERNAL AVE. VERNAL, UTAH
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/21/2005 API NO. ASSIGNED: 43-013-33009

WELL NAME: GILSONITE ST G-32-8-17

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 32 0808 170E Tech Review Initials Date
SURFACE: 1925 FNL 1872 FWL

BOTTOM: 1326 FNL 1322 FWL Engineering 1 )
COUNTY: DUCHESNE

Geology
LATITUDE: 40.07639 LONGITUDE: -110.0322

UTM SURF EASTINGS:582521 NORTHINGS:4436475 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-22060 PROPOSED FORMATION: GRRV

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/ Plat R649-2-3.

V Bond:Fed[] Ind[] sta[] Fee[]
Unit: GILSONITE

(No.B001834 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No. MUNICIPAL )

Drilling Unit
RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Date:

Fee Surf Agreement (Y/N) Siting:

10 Intent to Commingle (Y/N) ,R649-3-11. Directional Drill

COMMENTS :
-"

STIPULATIONS: 4^ rc



WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/21/2005 API NO. ASSIGNED: 43-013-33009

WELL NAME: GILSONITE ST G-32-8-17

OPERATOR: NEWFIELD PRODUCTION ( N2695 )

CONTACT: MANDIE CROZIER PHONE NUMBER: 435-646-3721

PROPOSED LOCATION:

SENW 32 080S 170E INSPECT LOCATN BY: / /
SURFACE: 1943 FNL 1918 FWL -gg th at 9 A Tech Review Initials Date
BOTTOM: 1326 FNL 1322 FWL

DUCHESNE Engineering )p?

MONUMENT BUTTE ( 105 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ML-22060

SURFACE OWNER: 3 - State
LATITUDE: 40.07639

PROPOSED FORMATION: GRRV
LONGITUDE -110.0322COALBED METHANE WELL? NO '

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/ Plat R649-2-3.

\/ Bond: Fed[] Ind[] Sta[] Fee[]
Unit GILSONITE

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No. MUNICIPAL )
L/ Drilling Unit

RDCC Review (Y/N)
(Date: ) Board Cause No:

Fee Surf Agreement (Y/N)
iDn

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: ,L 0

STIPULATIONS: DAS
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OPERATOR: NEWFIELD PROD CO (N2695)

SEC: 32 T.8S R.17E

FIELD: MONUMENT BUITE (105)

COUNTY: DUCHESNE

CAUSE: 229-1/ 4-6-1993 Wells Status
GAASISNJOE IOEN Utah OilGas and Mining

× LOCATION ABANDONED
O NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY y PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NF PP OIL p- SHUT-IN GASCOMBINED NF SECONDARY
• SHUT-IN OIL W F

INACTIVE P ING
)s( TEMP. ABANDONED

PROPOSED
PP GAS o TEST WELL

ST
RMIN TED PP GECTTHERML A WATER INJECTION S

PP OIL WATER SUPPLY PREPARED BY:DIANA WHITNEY
SECONDARY WATER DISPOSAL DATE: 27-DECEMBER-2005
TERMINATED
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DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

OPERATOR: NEWFIELD PRODUCTION COMPANY
WELL NAME & NUMBER: GILSONITE STATE G-32-8-17
API NUMBER: 43-013-33009
LOCATION: 1/4,1/4 SENW See: 32 TWP: 8S RNG: 17E 1943' FNL 1918' FWL

Geology/Ground Water:

Newfield proposes to set 290' of surface casing at this location. The depth to the base of the moderately saline
water at this location is estimated to be at a depth of 300'. A search of Division of Water Rights records shows
one water well within a 10,000 foot radius of the center of section 32. This well is approximately one mile from
the proposed location and it's depth is not listed. The well is owned by the BLM and it's listed use is for stock
watering. The surface formation at this site is the Uinta Formation. The Uinta Formation is made up of
interbedded shales and sandstones. The sandstones are mostly lenticular and discontinuous and should not be a
significant source of useable ground water. The proposed casing and cement program should adequately protect
any useable ground water and nearby wells.

Reviewer: Brad Hill Date: 01/18/06

Surface:

The pre-site investigation of the surface was performed on 01/11/2006. This site is on State surface, with State
minerals. SITLA representative Jim Davis was present, but voiced no concerns with this location. Ben Williams of
DWR stated that this area is critical Pronghorn habitat but stated no concerns with this site.

Reviewer: Richard Powell Date: 01/11/2006

Conditions of Approval/Application for Permit to Drill:

1. A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the reserve



O
ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: NEWFIELD PRODUCTION COMPANY
WELL NAME & NUMBER: GILSONITE STATE G-32-8-17
API NUMBER: 43-013-33009
LEASE: SITLA FIELD/UNIT: MONUMENT BUTTE
LOCATION: 1/4,1/4 SE/NW Sec: 32 TWP: 8S RNG: 17E 1943' FNL 1918' FWL
LEGAL WELL SITING: General State Siting Rule suspended.
GPS COORD (UTM): 4436475Y 0582521X SURFACE QWNER: SITLA.

PARTICIPANTS

Richard Powell (DOGM), Shon McKinnon (Newfield), Jim Davis (SITLA), Ben
Williams (DWR).

REGIONAL/LOCAL SETTING & TOPOGRAPHY

The area surrounding this location is typified by low-lying hills and
s_hallow drainages, and is in the midst of numerous previously completed
o_il wells. Myton, UT is approximately 12 miles by road to the north.

SURFACE USE PLAN

CURRENT SURFACE USE: Wildlife Grazing, oil and gas production. The
location is the site of a roducin oil well (Gilsonite State 6-32-8-P R
17).

PROPOSED SURFACE DISTURBANCE: Location will be 320' by 229'. There is
no new proposed access road for this location.

LOCATION OF EXISTING WELLS WITHIN A 1-MILE RADIUS: See attached map from
GIS database.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: All production
facilities will be on location and added after drilling well.

SOURCE OF CONSTRUCTION MATERIAL: All construction material will be
borrowed from site durinq construction of location.

ANCILLARY FACILITIES: None will be required.

WILL DRILLING AT THIS LOCATION GENERATE PUBLIC INTEREST OF CONCERNS?
(EXPLAIN): Unlikely.

WASTE MANAGEMENT PLAN:

Drilled cuttings will be settled into reserve pit. Liquids from pit will
be allowed to evaporate. Formation water will be confined to storage
tanks. Portable toilets, _sewage holding tanks, and opsite sewage
treatment equipment will be handled by commercial_ contractors and
regulated by the appropriate health authority. Trash will be contained
in trash baskets and disposed of at an approved



O
ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: none

FLORA/FAUNA: Sagebrush, bunch grass, rabbit brush, halogeton, prickly
pear / Rodents, Raptors, Coyote, Songbirds, Rabbit, Bobcat, Pronghorn.

SOIL TYPE AND CHARACTERISTICS: Light brown sandy clay.

EROSION/SEDIMENTATION/STABILITY: Very little natural erosion.
Sedimentation and stability are not a problem and location construction
shouldn't cause an increase in stability or erosion problems.

PALEONTOLOGICAL POTENTIAL: None observed.

RESERVE PIT

CHARACTERISTICS: 80' BY 40' and eight feet deep.

LINER REQUIREMENTS (Site Ranking Form attached): A liner will be
required for reserve pit. Site ranking score is 25.

SURFACE RESTORATION/RECLAMATION PLAN:

SURFACE AGREEMENT: As per SITLA.

CULTURAL RESOURCES/ARCHAEOLOGY: unknown

OTHER OBSERVATIONS/COMMENTS

As proposed there will be three wells on this location, Gilsonite
State 6-32-8-17 (P-OW), Gilsonite State H-32-8-17, and this well.

ATTACHMENTS

Photos of this site were taken and placed on_file.

RICHARD POWELL 01/11/06 09:20 AM
DOGM REPRESENTATIVE



uation Ranking Criteria and Ranking e
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 0

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 _ _0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 _20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Flüid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock O
Salt or detrimental 10

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10 0

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final score 25 (Level I Sensitivity)

Sensitivity Izvel I = 20 or more; total containment is required.
Sensitivity Level II = 15-19: linirmis discretiomy
Sensitivity Level III = below 15; no specific lining is







3-06 Newfield Gilsonite St $2-8-17
Casing Schematic
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Well name: 03-06 Newfield Gilsonite St G-32-8-17
Operator: Newfield Production
String type: Surface Project ID:

Location: Duchesne County, Utah
43-013-33009

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 79 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 290 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
x anticipated surface
pressure: 255 psi

Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 290 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,200 ft
Tension is based on buoyed weight. Next mud weight: 8.400 ppg
Neutral point: 253 ft Next setting BHP: 2,705 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 290 ft
Injection pressure 290 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft )
1 290 8.625 24.00 J-55 ST&C 290 290 7.972 14

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 127 1370 10.826 290 2950 10.17 6 244 40.12 J

Prepared Clinton Dworshak Phone: (810) 538-5280 Date: March 14,2006
by: Utah Div. of Oil & Mining FAX: (801) 359-3940 Salt Lake City,Utah

Remarks:
Collapse is based on a vertical depth of 290 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign will be that of the
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Well name: 03-06 Newfield Gilsonite St G-32-8-17
Operator: Newfield Production
String type: Production Project ID:

43-013-33009
Location: Duchesne County, Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 162 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 438 ft

Burst
Max anticipated surface

pressure: 1,961 psi
Internal gradient: 0.120 psilft Tension: Directional well information:
Calculated BHP 2,705 psi 8 Round STC: 1.80 (J) Kick-off point 0 ft

8 Round LTC: 1.80 (J) Departure at shoe: 1062 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 2 °/100ft

Premium: 1.50 (J) Inclination at shoe: 0 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 5,522 ft

Run Segment NominaÏ End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (in) (ft')
1 6313 5.5 15.50 J-55 LT&C 6200 6313 4.825 197.9

Run Gollapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2705 4040 1.493 2705 4810 1.78 84 217 2.59 J

Prepared ClintonDworshak Phone: (810) 538-5280 Date: March 14,2006
by: Utah Div. of Oil&Mining FAX: (801) 359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 6200 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensilestress by the cross section area to calculate a

Engineering responsibility for use of thisdesign wi/Ibe that of the
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NEWFIELD

ROCKY MOUNTAINS

February 10, 2006

Ms. Diana Whitney
State of Utah - Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11
Gilsonite State #G-32-8-17: 1943' FNL, 1918' FWL (surface)

1326' FNL, 1322' FWL (bottomhole)
Gilsonite State #H-32-8-17: 1943' FNL, 1916' FWL (surface)

1326' L, 2644' FgL (bottomhole)
Gilsonite State #M-32-8-17: 2178' L, 2273' FEL (surface)

2649' FSL, 2643' FEL (bottomhole)
Gilsonite State #Q-32-8-17:1897' FSL, 755' FWL (surface)

1325' FSL, 1323' FWL (bottomhole)
Gilsonite State #N-32-8-17: 1917' FSL, 750' FWL (surface)

2650' FSL, 1323' FWL (bottomhole)
Duschene Cty., Utah

Dear Ms. Whitney:

Pursuant to the filing by Newfield Production Company (hereinafter"NPC") of five
Applications for Permit to Drill (dtd 12/21/2005) concerning the wells referenced above,
NPC is hereby submitting this letter in accordance with Oil & Gas Conservation Rule
R649-3-3 pertaining to the Exception Location and Siting of Wells and R649-3-11,
Directional Drilling.

These wells are located in Section 32: T8S-Rl7E; the entire section is covered by state
lease ML-22060 and the entire section is also known as the Gilsonite Unit.

NPC is permitting these well as directional wells in order to minimize surface
disturbance. Locating the wells at these surface locations and directionally drilling from
these locations, NPC will be able to utilize the existing the existing road and pipelines in
the area.

Page 1

FEB13 2008

Newfleld Exploration Company 1401 17th Street, Suite 1000 Denver CO 80202 (303) 893-0102 Fax (303)



Please note that the working interest owners within this unit are: Key Production
Company, Wilbanks Reserve Corp., ROEC, Inc., Jasper N. Warren, King Oil & Gas of
Texas, Ltd. and Rust to Gold, LLC. We have contacted these owners and their consents
to these locations are attached.

Therefore, based on the above stated information NPC requests the permit be granted
pursuant to R649-3-11.

Sincerely,

New d Production Company

Laurie Deseau
Properties Administrator

Enclosures

Page
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Fax to: 303-893-0103
Newfield Production Cornpany

Attn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
Gilsonite State #M-32-8-17
Gilsonite State #Q-32-8-17
Gilsonite State #N-32-8-17
Gilsonite State #G-32-8-17
T8S-R17E, Section 32: All
Gilsonite Unit, Duschene Cty., Utah

Please be advised that 6Ÿ obQaTT A jdoesnot have an objection to the
proposed directional locations of the aforementioned wells.

By: Date:

Print Name and Title M3n gr. whÄS Ûgd



FEB.10.2006 1:53PM WIL NKS RESERVE NO.652 P.2
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Fax to: 303-893-0103
Newfield Production Coznpany

Attn: Laurie Deseau

RE: GilsoniteState #H-32-8-17
Gilsonite State #M-32-8-17
GilsoniteState #Q-32-8.17
GilsoniteState #N-32-8-17
Gilsonite State#G-32-8-17
T8S-R17E, Section 32: All
GilsoniteUnit, Duschene Cty., Utah

Pleasebe advisedthat Wil banks Reserve Corp. does not have an objection to the
proposed directionallocations ofthe aforementionedwells.

By: -
Date: . February 10, 2006

Doug as M. Ward, )fgr. of Engineering

Print Name andTitle

I
I

I



Thursday, February 09, 2006 3:15 PM William Richardson 3037781280 p.01
82/09/2005 14:38 30369 3 NEWFIELDROCKYMT PAGE 03/1b

Fax to: 303-893-0103
Newfield Production Company

Attn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
Gilsonite State#M-32-8-17
GilsoniteState #Q-32-8-17
GilsoniteState#N-32-8-17
Gilsonite State #G-32-8-17
TES-R17E,Scotion32: All
Gilsonite Unit, Duschene Cty., Utäh

Please be advised that does not havean objection to the
proposed directionallocationsof the aforementionedwells.

Print Name and



Jan 13 06 04:02p Goldrus 281-807-4477 p.2
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Fax to: 303-893-0103
Newfield Production Company

Attn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
Gilsonite State #M-32-8-17
Gilsonite State #Q-32-8-17
Gilsonite State #N-32-8-17
Gilsonite State #G-32-8-17
T8S-R17E, Section 32: All
Gilsonite Unit, Duschene Cty., Utah

Please be advised that, I;a gje does nothave an objection to theproposed directional locatiohs of the aforementioned wells.

By:
Date:

P t Narne and Title



1-30-2006 6:dSPM FROM ALLAN C KING 7132665023 P.1
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Fax to: 303-893-0103
NewfieldProduction Company

Attn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
Gilsonite State #M-32-8-17
Gilsonite State#Q-32-8-17
Gilsonite State #N-32-8-17
Gilsonite State #G-32-8-17
T8S-R17E, Section 32: All
Gilsonite Unit, Duschene Cty., Utah

Please be advised that (tag 0, / GN Ñ s not have an objection to the
proposed directional locationfof the aforemenËonedwells.

Date: (-.A o -O&

Print Name and



Jan 13 06 04:02p Goldrus 281-807-4477 p.4
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Fax to: 303-893-0103
Newfield Production Company

Attn: Laurie Deseau

RE: Gilsonite State #H-32-8-17
Gilsonite State #M-32-8-17
GilsoniteState #0-32-8-17
Gilsonite State #N-32-8-17
Gilsonite State #G-32-8-17
T8S-RI7E, Section 32: All
GilsoniteUnit, Duschene Cty., Utah

Please be advised tha er n i does not have an objectionto theproposeddirectional locationsof the afore'mentionedwells.

Print Name and Title



Diana Whitney - Well Clearance Page 1

From: Ed Bonner
To: Whitney, Diana
Date: 2/22/2006 4:16:52 PM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

Newfield Production Company
Gilsonite State G-32-8-17
Gilsonite State H-32-8-17
Gilsonite State M-32-8-17
Gilsonite State N-32-8-17
Gilsonite State Q-32-8-17
Castle Draw State G-2-9-17
Monument Butte State 1-36-8-16
Monument Butte State L-36-8-16
Monument Butte State S-36-8-16

Westport Oil & Gas Company
NBU 1022-16J
NBU 1022-16L
NBU 1022-16P
NBU 1022-18B
NBU 1022-18D
NBU 1022-18E
NBU 1022-18G
NBU 1022-18H
NBU 1022-18\
NBU 1022-18J
NBU 1022-18N
NBU 1022-180
NBU 1022-18P

If you have any questions regarding this matter please give me a call.

CC: Davis, Jim; Garrison, LaVonne; Hill,Brad; Hunt,
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NEWFIELD

March 14, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Amended Applications for Permit to Drill, Gilsonite State #G-32-8-17 and
H-32-8-17.

Dear Diana:

Enclosed find the amended Form 3 and plats for the Gilsonite State #G-32-8-17 and #H-
32-8-17. Since submission the proposed surface footages have changed. Everything else
in the APD will remain unchanged. If you have any questions, feel free to give either
Shon McKinnon or myself a call.

Mandie Crozier
Regulatory Specialist

enclosures

RECEIVED
MMi 5 2006

DIV.0F0lL,GAS&MINING
Newfield Exploration Cornpany Route 3 Bo× 3630 Myton, UT84052 (435) 646-3721 Fa× (435)
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STATE OF UTAH

DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNO

ML-22060
ti 11 INillAN. Al.1,f3ITlfl Olt 111111]!NAM1

APPLICATION FOR PERMIT TO DRILL, DEEPEN N/A

la TYPEOFWORK DRILL | x |DEEPEN 7 l]NIl AGRifl(Ml(NTNMlf,

lb TYPEOFWELL Gilsonite
SINGLE MULTIPLE 8. FARht OR LEASE NANlE

or, | x | GAs | | OTHER ZONE X ZONE | | N/A
2 NAMIEDI OPlillATOR 9 WELLNO

Newfield Production Company Gilsonite State #G-32-8-17
3 AIJl3kfiSS ANI) Tl(I,liPIIONE NllMBER. 10 FIELD AND POOL OR WILDCAT

Route #3 Box 3630, Myton, UT 84052 Phone: (435) 646-3721 Monument Butte
4LOCATIONOFWELL(FOOTAGE) $926b7 S{a470 40.074·Vy0 11QI1Ugl14,SEcl10N,TOWNB111P,ItANUJd,MERIDLtN

At suriace SE/NW 1925' ' IML - ¡ ¡g £)ggjg
AtproposedProducingZone NW 1326' FNL 1322' FWL '

----- NW
$Ÿ 33 Û¾l;O' .09Ÿ0?D ~ÑOÛ3ggf Sec. 32, TSS, R17E

14 DISTANCE IN MILES AND DIRECTION FROhí NEAREST TOWN OR POST OFFICE* 12 County 13. STATU

Approximately 11.6 miles southeast of Myton, UT Duchesne UT
15 DISTANCE FROM PROPOsifi]* 1,OCATION TO NEAREST PROPERTY 16,NO OF ACRES IN LEASE 17 NO OF ACRES ASSIGNED TO THIS WELL

OR LEASE LINE, FT (Also tonearest drlg urnt line, if any)

Approx. 1322' f/lse line and 1322' flunit line 598.67 20
18,DISTANCE FROM PROPOSED LOCATION*TO NEAREST WEl,I,. 19. PROPOSED 13ILPTil 20 ROTARY OR CABLE TOOLS

DRILLING, COMPLETED, OR APPLlED FOR UN TillS I,lfASli, I.T

Approximately 1167' (Down Hole) 6500' Rotary
21 lil.EVATIONS (Show whether DF, RT, GR, etc ) 22 APPROX DATit WORK Wil.I. START*

5253' GL 1st Quarter2006
a PROPOSED CASING AND CEMENTING PROGRAM
SIZE OY IIDIÆ SIZE OF CASING WEIGHT/FOOT SET I ING DRIVIII QIIANTITY OF CEMENT

12 1/4 8 5/8 24# 290' 155 sx +/- 10%
7 7/8 5 1/2 15.5# TD 275 sx lead followed by 450 sx tail

See Detail Below

DESCRIBE PROPOSED PROGRAM. If proposal is to deepen, give date on present productive zone and proposed new productive zone Ifproposal is to drill or deepen directionally, give pertinent data on

subsurface locations and rneasured and true vertical depths. Give blowout preventer program if any
*The actual cement volumes will be calculated off of the open hole logs, plus 15% excess:

SURFACE PIPE - 155 sx Class G Cement +/I 10%, w/ 2% CaCl2 & l/4#/sk Cello-flake
Weight: 15.8 PPG YIELD: 1.17 Cu Ft/sk H2O Req: 5 gal/sk

LONG STRING - Lead: Premium Lite II Cement + 3lbs/sk BA-90 + 3% KCI + .25 lbs/sk Cello Flake + 2 lbs/sk Kol Seal +

10% Bentonite + .5% Sodium Metasilicate
Weight: 11.0 PPG YIELD: 3.43 Cu Ft/sk H2O Req: 21.04 gal/sk

Tail: 50-50 Poz-Class G Cement + 3% KCI + .25 lbs/sk Cello Flake + 2% Bentonite +
.3% Sodium Metasilicate

Weight: 14.2 PPG YIELD: 1.59 Cu Ft/sk H2O Reg: 7.88 gal/sk

Nune& Sigtature se Regulatory Specialist oate 3/14/2006
Mandic Crozier

TINtilite el APPROVAl,

Approved by the
Utah Uw sion of

Oil, Gas and M nmg RECEIVED
oate: --- MARI 5 2008
By -

DMOFOJL,GAS&



TBS, Ri7 E, S. L.B.&M. Mm Paticria wwm
S89'55'W - 80.06 (G.L.O.) WELLLOCATION, GiLSONITESTATE

G-32-8-17, LOCATEDAS SHOWN IN
THE NW 1/4 OF SECTION 32, TBS, R17E,
S.L.B.&M. DUCHESNE COUNTY, UTAH.

\ LOF 1

o o - o
Lor2

1322' -- --

1872' ¿cy * 1. The West 1/4 Corner of Section 32(comp.) bears N4507'OO"W 3738.46' from the
d South 1/4 Comer of said Section.

LOT J
1910 4 2. Some lots were not lobeled due to

1910 08 £*G erass co? 8 the Some lots were not labeled due
Brass £07 4 WD W to the illegibility of the G.L.O. Plot.

3. The Proposed Well head bears
S68°32'27"W 2010.38' from the West

'o \ 1/4 Corner of Section 32.
z \% ¿Qr a 4. The top of hole bears N42°33'16"W

812.92' from the Bottom of hole.
LOT6

THIS IS TO CERTlFY THA A WAS
PREPARED FROM FIEL VEYS
MADEBY ME OR UN If THAT
THE SAME ARE TRU RECT T T OF
MY KNOWLEDGEAN gl .No.189377 A

MEl.LLOCA7/OV: x g .

GLSOV/Œ STAŒ G-J2-8-17 cY w.
ELEV UNGRADED GROUND = 5252.8 REGIS D LA

REGIS A o.
rgto STATE F

' NB9'41'J1"E - 264195' (Meas.) TRI STATEIANDSURVEYlNG& CONSULTIE
N89 58'E (G.L.O.)

180 NORTH VERNALAVE. - VERNAL, UTAH 84078
(435) 781-2501

IlGLSW1E 37W7EG-J2-B-17 DATE SURVEYED
= SECTION CORNERS LOCATED (aufaceLocollon) NADal 11-23-05 suRvEYED BY: C.M.

LAT/7UDE =
40°04'15.09" DATE DRAWN·' DRAWN BY: F.T.MBASIS OF ELEV' LCWGl7UDE=

110° 0/' 59.4J" 12-8-05

U.S.G.S. 7-1/2 min QUAD (MYTON SE) REVISED: SCALE: 1" = 1000'03-10-06



NEWF ELD PRODUCTION CO PANY
GILSONITE STATE 8-32-8-17 (G-32; H-32)

Section 32, TBS, Ri7E, S.LB &M,

ACC£5S ROAD ,
(Max 6% Grade)

F/0. J
F/D.4

TA 2+90 I N
I ' rir resasroorra.r

/0.4 EN.7
2+22

roeor
E/0.4 | | -

E/2 Slope

90 m c-J2 | -

Man
105' mWi H-32 fjp¡s

----------' nester
PIT

120 Exisung new «-32 5

STA. 1+60 GRADE '29'

i ADE ' gr F/1. 4

WELLHEAD: /0.3
UNGRAD£D = 52513'
RN. GRADE = 5251 J

l ack

2° Derm Around FRI
Partion of Location

EXCESS
MA7ERIAL

Edge of
Existing Pad

¯STA. 0+00

Tp of
C/2.0 CW Slope

SURVEYED BK C.M SCAL£ 1" = 50' Sta,te 032 7"'-2

La,nd Surveying Inc.
ORAHN BY FKM DA1F 03-10-06

N 180 NORTH VERNAL AVE. WRNAL, UTAH



NE FIELD PRODUCTION OMPANY
CROSS SECTIONS

GILSON1TE STATE 6-32--8-1?' (G-32; H-32)

so' SM. 2+90

e = so' S M. 2+22

FIN/SHED GRADE EX/STING
GRADE

NELL HOLE

e = so' SDI. 1+60

e = so' SM. 0+00 ESTIMATEDEARTHWORK QUANDRES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 130 750 TOPaon is 420

UNLESS OTHERWISE NOTED PIT 640 0 Pd
Cd

CUT SLOPES ARE AT 1:1
FILL SLOPES ARE AT LS:1 TOTALS 770 750 140 20

SURI/EYEDBE CM SCALE: 1" = 50 t Sta,te (36""¯26"

Land Surveying Inc.
DRAHN BK E EM DATE: 0J-10-08

N 180 NORTH VERNAL AVE. VERNAL,UTAH



NEW'IELD PRODUCTION C MPANY
TYPICAL RIG LA YOUT

GlZSONlTE STATE 6-32-8-17 (G-32; H-32)
ACCESS ROAD
(Max 6% Grade)

STORAGE Emergency fuel
TANK

LRL
sh t clown

105

-- 120' (s' Demo)

PIPE RACKS mum

PIPE RACKS
I .

o bI le d
I ¡ mi

I

I \ < i
O

I i -- i

SURVEYED BK C,« SCAL£: 1" = 50 rt State f"J''' 26"

La,nd Surveying Inc.
DRAiW BK E KM DA TE 03-10-06

> 180 NORTH VERNAL AVE.
pVERNAL.

UTAR



Site: GS G-32-8-17
Well: GS G-32-8-17

ScientincDrilli w.n Newfield Exploration Co.
Rocky Mournein Operssons

- i.ic e I
Ari...n.so vr.. n.s.

.- 55.1

Pe in Simrt M
100

1232 71 t: •123F MD - turt unid

li I
I

200&. - - - - - 300 a

2500- - - - - - 25

8

3000 - - - - -- O
e

Ci

350 - - - - - I

e
2I- I

4gg ---- ------ -...-- ----- -- -IIID

I

-E © -7 m -800 -EW -4 m 4 m 4 m -100

West(-)/Gast(+) [2OORIIn]

SECIION DETAIL$

00 991 1P 5408 Istart Dro -2 00 saa no ine Ari Two +!udi me DLag TFoon vuec Turget

1 0.00 one stikea 0.oo e.m om AW om am
2 MG.M 0.M 315M MO.® 0.M OW 0.M 315M 0.®
a 1237.M 12.75 31am 1232.25 m.M Asm im 44.01 70M
4 54¾.09 12.75 315.98 53MM 712¾ 488 M 0¾ OM M1.M
5 M45.59 0.W 316M W32.25 753ßt -73780 2.¾ 100,W 1061.72
6 6313ß3 0.00 315AB $200.00 76161 ·737.06 0.00 315.M 1001.72

-- ----- wsu.arran.senom
asen if lii F 6313 I D 70 N-nm +lgdi +El-W Nortliing Ennung Lahtude Longitude Slot

| Plan Si f GB G42+17 0.00 0.00 03822476 241086L10 MPO4"at$74N 11Voi si.321W N/A

BITEDETAH.8 Plan Pian Si (GS G42B·17iOH)

GB G42+17 Ci died By: .lull B-nin DBit: 20 4 • Ê
Soc.32188Ri?E

FIELu gerAILSBile Cenbe Latitude: 40NW34378Nlúóó
Langnude: 11&0111L321w Ducitanna County,UT

Ground 1.avel: 5252¾ US Simb pimum Cent:Ermia Symam iRFPostUenal Uncedninly: ON NAD27(Clartm 18-)Convergence: 0.94
: Utst.CmdralZone

i i i i : : i i i I i I i i i i I i Sgam- Dab-E MamrSamisval
Lacal Nottic TrumNorth

. so too K3e 200
fertical S etion



:ar.or.corso entific Drilling Internatio9al
'""*"**- Planning Report

Company: Newfield Exploration Co. Date: 2006-03-08 Time: 09:53:04 Page: 1
Field: Duchesne County, UT Co-ordinate(NE) Referendfall: GS G-32-8-17, True North
Site: GS G-32-8-17 Vertical (TVD) Referenceßt $252' &RKB 12' $264.0
Weli: GS G-32-8-17 Section (VS) Reference: Well (0.00N.O.00E,315.99Azi)
Welipath: OH Plan: Plan #1

Field: Duchesne County, UT

Map SystenOS State Plane Coordinate System 1927 Map Zone: Utah, Central Zone
Geo DatamNAD27 (Clarke 1866) Coordinate System: Well Centre
Sys Datum:Mean Sea Level Geomagnetic Model: Igrf2005

Site: GS G-32-8-17
Sec. 32 T8S R17E

Site Position: Northing: 638226.76 ft Latitude: 40 4 34.876 N
From: Geographic Easting: 2410688.16 ft Longitude: 110 1 56,321 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 5262.00 ft Grid convergenee: 0.94 deg

Well: GS G-32-8-17 Slot Name:
SHL: 1943' FNL, 1918' FWL

Well Position: +NI-S O.00 ft Northing: 638226.76 ft Latitude: 40 4 34,876 N
+FJ-W 0.00 ft Easting : 2410688.16 ft Longitude: 110 1 56.321 W

Position Uncertainty: 0.00 ft

Welipath: OH Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: GL 5252' &RKB 12' Height5264.00 ft Above System Datum: Mean Sea Level
Magnette Data: 2006-03-08 Declination: 11.98 deg
Field Strength: 52873 nT Mag Dip Angle: 65.96 deg
Vertical Section: Depth From (TVD) +NI-S +E/-W Direction

ft ft ft deg

0.00 0.00 0.00 315.99

Plan: Plan#1 Date Composed: 2006-03-08
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +NI-S +El-W DLS Build Turn TFO Target
ft deg deg ft ft ft deg/100ftdeg/100ftdeg/100ft deg

0.00 0.00 316.99 0.00 0.00 0.00 0.00 0,00 0.00 0.00
600.00 0.00 315.99 600.00 0.00 0.00 0.00 0.00 0.00 315.99

1237.50 12.75 315.99 1232.25 50.80 -49.08 2.00 2.00 0.00 -44.01
5408.09 12.75 315.99 5300.00 712.80 -688.58 0.00 0.00 0.00 0.00
6045.59 0.00 315.99 5932.25 763.61 -737 66 2 00 -2.00 0.00 180.00
6313.33 0.00 315.99 6200.00 763.61 -737.66 0.00 0.00 0.00 315.99

Section 1 : Start Hold
MD Inci Azim TVD +NI-S +El-W VS DLS Build Turn TSO
ft deg deg ft ft ft ft deg/100ftdegl100ftdeg/100ft deg

0.00 0.00 315.99 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0,00
100.00 0.00 315.99 100.00 0.00 0.00 0.00 0.00 0.00 0.00 315.99
200.00 0.00 315 99 200.00 0.00 0.00 0.00 0.00 0.00 0.00 315.99
300.00 0.00 315.99 300.00 0.00 0.00 0.00 0.00 0,00 0.00 315.99
400.00 0.00 315.99 400.00 0.00 0.00 0.00 0.00 0.00 0.00 315.99
500.00 0.00 315.99 500.00 0.00 0.00 0.00 0.00 0.00 0.00 315.99
600.00 0.00 315.99 600.00 0.00 0.00 0.00 0.00 0.00 0.00 315.99

section 2 : Start Build2.00
MD Incl Azim TVD +NI-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft deg

700.00 2.00 315.99 699.98 1.26 -1.21 1.75 2.00 2.00 0.00 0.00
800.00 4.00 315.99 799.84 5.02 -4.85 6.98 2.00 2.00 0.00 0.00
900.00 6.00 315.99 899.45 11.29 -10 90 15.69 2.00 2.00 0.00 0.00

1000.00 8.00 315.99 998.70 20.05 -19.37 27.88 2.00 2.00 0.00 0.00
1100,00 10,00 315,99 1097.47 31,30 -30.24 43.52 2.00 2.00 0.00 0.00
1200.00 12.00 315.99 1195.62 45.02 43.50 62.60 2.00 2.00 0.00



nacorno entific Drilling Internatio l
""">" Planning Report

Company: Newfield Exploration Co. Date: 2006-03-08 Time: 09:53:04 Page: 2
Field: Duchesne County, UT Co-ordinate(NE) ReferendWall: GS G-32-8-17, Tme North
Site: GS G-32-8-17 Vertical (TVD) RefereneeßL 5252' &RKB 12' 5264,0
Weil: GS G-32-8-17 Section (VS) Reference: Well (0.00N,0.00E,315.99A2i)
Weilpath:OH Plan: Plan#1

Section 2 : Start Build2.00
MD Inci Azim TVD +N/-8 +E/-W VS DLS Build Turn 11iO
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft deg

1237.50 12.75 315.99 1232.25 50.80 -49.08 70.64 2.00 2.00 0.00 0.00

section 3 : Start Hold
MD Inel Azim TVD +N/-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft deg

1300.00 12.75 315.99 1293.21 60.73 -58.66 84.43 0.00 0.00 0.00 0,00
1400.00 12.75 315.99 1390.74 76.60 -74.00 106.50 0.00 0.00 0.00 0.00
1500.00 12.75 315.99 1488.28 92.47 -89.33 128.57 0.00 0,00 0.00 0.00
1000.00 12.75 315.99 1585.81 108.34 -104.66 150.64 0,00 0.00 0.00 0.00
1700.00 12.75 315.99 1683.35 124.22 -120.00 172.71 0.00 0.00 0.00 0.00
1800.00 12.75 315.99 1780.88 140.09 -135.33 194.78 0.00 0.00 0.00 0.00
1900.00 12.75 315.99 1878.42 155.96 -150.66 216.85 0.00 0.00 0.00 0.00
2000.00 12.75 315.99 1975.95 171.84 -166.00 238.92 0.00 0.00 0.00 0.00
2100.00 12.75 315.99 2073.48 187.71 -181.33 260.99 0.00 0.00 0.00 0.00
2200.00 12.75 315.99 2171.02 203.58 -196.67 283.06 0.00 0.00 0.00 0.00
2300.00 12.7$ 315.99 2268.55 219.46 -212.00 305.13 0.00 0.00 0.00 0.00
2400.00 12.75 315.99 2366.09 235.33 227.33 327.20 0.00 0.00 0.00 0.00
2500.00 12.75 315.99 2463.62 251.20 -242.67 349.27 0.00 0.00 0.00 0.00
2600.00 12.75 315.99 2561.16 267.07 -258.00 371.34 0.00 0,00 0.00 0.00
2700.00 12.75 315.99 2658.69 282.95 -273.33 393.41 0.00 0.00 0.00 0.00
2800.00 12.75 315.99 2756.22 298.82 -288.67 415.48 0.00 0.00 0.00 0.00
2900.00 12.75 315.99 2853.76 314.69 -304.00 437.55 0.00 0.00 0.00 0.00
3000.00 12.75 315.99 2951.29 330.57 -319.34 459.62 0.00 0.00 0.00 0.00
3100.00 12.75 315.99 3048.83 346.44 -334.67 481.69 0.00 0.00 0.00 0.00
3200.00 12.75 315,99 3146.36 362,31 -350.00 503.76 0.00 0.00 0.00 0.00
3300,00 12.75 315.99 3243.90 378.18 -365.34 525.83 0.00 0.00 0.00 0,00
3400.00 12.75 315.99 3341.43 394.06 -380.67 647.90 0.00 0.00 0.00 0.00
3500.00 12.75 315.99 3438.96 409,93 -396.00 569.97 0.00 0.00 0.00 0.00
3600.00 12.75 315.99 3536.50 425.80 -411.34 592.04 0.00 0.00 0.00 0.00
3700.00 12.75 315.99 3634.03 441.68 -426.67 614,11 0.00 0.00 0.00 0.00
3800,00 12.75 315.99 3731.57 457.55 442.01 636.18 0.00 0.00 0.00 0.00
3900.00 12.75 315,99 3829.10 473,42 -457.34 658,25 0,00 0,00 0.00 0.00
4000.00 12.75 315.99 3926.63 489.30 -472.67 680.32 0.00 0.00 0.00 0.00
4100.00 12.75 315.99 4024.17 505.17 488.01 702.39 0.00 0.00 0.00 0.00
4200.00 12.75 315.99 4121.70 521.04 -503.34 724.46 0.00 0.00 0.00 0.00
4300.00 12.75 315.99 4219.24 536.91 -518.67 746.52 0.00 0.00 0.00 0.00
4400.00 12.75 315.99 4316.77 552.79 -534,01 768.59 0.00 0.00 0.00 0.00
4500.00 12.75 315.99 4414,31 568.66 -549.34 790.66 0.00 0.00 0.00 0.00
4600.00 12.75 315.99 4511.84 584.53 -564.67 812.73 0.00 0.00 0.00 0.00
4700.00 12.75 315.99 4609.37 600.41 -580.01 834.80 0.00 0.00 0.00 0.00
4800.00 12.75 315.99 4706.91 616.28 -596.34 866.87 0.00 0.00 0.00 0.00
4900.00 12.75 315.99 4804.44 632.15 -610.68 878.94 0.00 0.00 0.00 0.00
5000.00 12.75 315.99 4901.98 648.03 -626.01 901.01 0.00 0.00 0.00 0.00
5100.00 12.75 315.99 4999.51 663.90 -641.34 923.08 0.00 0,00 0.00 0.00
5200.00 12.76 315.99 5097.05 679.77 -656.68 945.15 0.00 0.00 0.00 0.00
5300.00 12.75 315.99 5194.58 695.64 -672.01 967.22 0.00 0.00 0.00 0.00
5400.00 12.75 315.99 5292.11 711.52 -687.34 989.29 0.00 0.00 0.00 0.00
5408.09 12.75 315.99 5300.00 712,80 -688.58 991.08 0.00 0.00 0.00 0.00

Section 4 : Start Drop -2.00

MD Inci Azim TVD +NI-S +E/-W VS DLS Build Turn TFO
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft deg

5500.00 10.91 315.99 5389 96 726.35 -701.68 1009.92 2,00 -2.00 0.00 180.00
5600.00 8.91 315.99 5488.46 738.73 -713.64 1027.13 2.00 -2.00 0.00 180.00
5700.00 6.91 315.99 5587.50 748.63 -723.20 1040.90 2.00 -2.00 0.00 180.00
5800.00 4.91 315.99 5686.97 756.04 -730.35 1051.20 2.00 -2.00 0.00 180.00
5900.00 2.91 315.99 5786,73 760.95 -735.09 1058.02 2.00 -2.00 0.00 180.00
6000.00 0.91 315.99 5886.67 763.34 -737.41 1061.35 2.00 -2.00 0.00 180.00
6045.59 0.00 315.99 5932.25 763.61 -737.66 1061.72 2.00 -2.00 0.00



entific Drilling Internatio l
W---- Planning Report

Company: Newfield Exploration Co. Date: 2006-03-08 Time: 09:53:04 Page: 3
Field: Duchesne County, UT Co-ordinate(NE) Referenafell: GS G-32+17. True North
Site: GS G-32-8-17 Vertical (TVD) RefereneeßL 5252' &RKB 12' 5264.0
Well: GS G-32-8-17 Section (VS) Reference: Well (0.00N,0.00E,315.99Azl)
Well path: OH Plan: Plan #1

Section 5 : Start Hold
MD IncI Azim TVD +N/-S +El-W VS DLS Build Tura TFO
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft dag

6100.00 0.00 315.99 5986.67 763.61 -737.66 1061.72 0.00 0.00 0.00 315.99
6200.00 0.00 315.99 6086.67 763.61 -737.66 1061.72 0.00 0.00 0.00 315,99
6300.00 0.00 315.99 6186.67 763.61 -737.66 1061.72 0.00 0.00 0.00 315.99
6313 33 0.00 315.99 6200.00 763.61 -737.66 1061.72 0.00 0.00 0.00 315.99

Survey
MD Incl Azim TVD +NI-S +El-W VS DLS Build Turn Tool/Comment
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft
0.00 0.00 315.99 0.00 0.00 0.00 0.00 0.00 0.00 0.00

100.00 0.00 315.99 100.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
200.00 0.00 315.99 200.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
300.00 0.00 315.99 300.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
400.00 0.00 315.99 400.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD

500.00 0.00 315.99 500.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
600.00 0.00 315.99 600.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD
700.00 2.00 315.99 699.98 1.26 -1.21 1.75 2.00 2.00 0.00 MWD
800.00 4.00 315.99 799.84 5.02 -4.85 6.98 2.00 2.00 0.00 MWD
900.00 6.00 315.99 899.45 11.29 -10.90 15.69 2.00 2.00 0.00 MWD

1000.00 8.00 315.99 998.70 20.05 -19.37 27.88 2.00 2.00 0.00 MWD
1100.00 10.00 315.99 1097.47 31.30 -30.24 43.52 2.00 2.00 0.00 MWD
1200.00 12.00 315.99 1195.62 45,02 -43,5D 62.60 2.00 2.00 0.00 MWD
1237.50 12.75 315.99 1232.25 50.80 -49.08 70.64 2.00 2.00 0.00 MWD
1300.00 12.75 315.99 1293.21 60.73 -58.66 84.43 0.00 0.00 0.00 MWD

1400.00 12.76 316.99 1390.74 76.60 -74.00 106.50 0.00 0.00 0.00 MWD
1500.00 12.75 315.99 1488.28 92,47 -89.33 128.57 0.00 0.00 0.00 MWD
1600.00 12.75 315.99 1585.81 108.34 -104.66 150.64 0.00 0.00 0.00 MWD
1700,00 12.75 315.99 1683.35 124.22 -120.00 172.71 0.00 0.00 0.00 MWD
1800.00 12.75 315.99 1780.88 140.09 -135.33 194.78 0.00 0.00 0.00 MWD

1900.00 12.75 315.99 1878.42 155.96 -150.66 216.85 0.00 0.00 0.00 MWD
2000.00 12.75 315.99 1975.95 171.84 -166.00 238.92 0.00 0.00 0.00 MWD
2100 00 12.75 315.99 2073.48 187.71 -181.33 260.99 0.00 0.00 0.00 MWD
2200.00 12.75 315.99 2171.02 203.58 -196.67 283.06 0.00 0.00 0.00 MWD
2300.00 12.75 315.99 2268.55 219.46 -212.00 305.13 0.00 0.00 0.00 MWD

2400.00 12.75 315.99 2366.09 235.33 -227.33 327.20 0.00 0.00 0.00 MWD
2500.00 12.75 315.99 2463.62 251.20 -242.67 349.27 0,00 0.00 0.00 MWD
2600.00 12.75 315.99 2561.16 267.07 -258.00 371.34 0.00 0.00 0.00 MWD
2700.00 12.75 315.99 2658.69 282.95 -273.33 393.41 0.00 0.00 0.00 MWD
2800.00 12.75 315.99 2756.22 298.82 -288.67 415.48 0.00 0.00 0.00 MWD

2900.00 12.76 315.99 2853.76 314.69 -304.00 437.55 0,00 0.00 0.00 MWD
3000.00 12.75 315.99 2951.29 330.57 -319.34 459 62 0.00 0.00 0.00 MWD
3100.00 12.75 315.99 3048.83 346.44 -334.67 481.69 0.00 0.00 0.00 MWD
3200.00 12.75 315.99 3146.36 362.31 -350.00 503 76 0.00 0.00 0.00 MWD
3300.00 12.75 315.99 3243.90 378.18 -365.34 525.83 0.00 0.00 0.00 MWD

3400.00 12.75 315.99 3341.43 394.06 -380.67 547.90 0.00 0.00 0,00 MWD
3500.00 12.75 315.99 3438.96 409.93 -396.00 569.97 0.00 0.00 0.00 MWD
3600.00 12.75 315.99 3536.50 425.80 -411.34 592.04 0.00 0.00 0.00 MWD
3700.00 12.75 315.99 3634.03 441.68 -426.67 614.11 0.00 0.00 0.00 MWD
3800.00 12.75 315.99 3731.57 457.55 -442.01 636.18 0.00 0.00 0.00 MWD

3900.00 12.75 315.99 3829.10 473.42 457.34 658.25 0.00 0.00 0.00 MWD
4000.00 12.75 315,99 3926.63 489.30 -472.67 680.32 0.00 0.00 0.00 MWD
4100.00 12.75 315.99 4024.17 505.17 -488,01 702,39 0.00 0.00 0.00 MWD
4200.00 12.75 315.99 4121.70 521,04 -503.34 724.46 0.00 0.00 0.00 MWD
4300.00 12.75 315.99 4219.24 536.91 -518.67 746.52 0.00 0.00 0.00 MWD

4400.00 12.75 315.99 4316.77 552.79 -534.01 768.59 0.00 0.00 0.00



entific Drilling Internatio al
Planning Report

Company: Newfield Exploration Co. Date: 2006-03-08 Time: 09:53:04 Page: 4
Field: Duchesne County, UT Co-ordinate(NE) ReferendMail: GS G-32-8-17, True North
site: GS G-32-8-17 Vertical (TVD) ReferenceßL 5252' &RKB 12' 5264.0
Weli: GS G-32-8-17 Section (VS) Reference: Well (0.00N,0.00E,315.99Azi)
WelI path: OH Plan: Plan #1

Survey
MD Incl Azim TVD +NI-S +El-W VS DLS Build Turn Tool/Comment
ft deg deg ft ft ft ft deg/100ftdeg/100ftdeg/100ft

4500.00 12.75 315.99 4414.31 568.66 -549.34 790.66 0.00 0,00 0.00 MWD
4600.00 12.75 315.99 4511.84 584.53 -564.67 812.73 0.00 0.00 0.00 MWD
4700,00 12.75 315.99 4609.37 600.41 -580.01 834.80 0.00 0.00 0.00 MWD
4800.00 12.75 315.99 4706.91 616.28 -595.34 856.87 0.00 0,00 0,00 MWD

4900.00 12.75 315,99 4804.44 632.15 -610.68 878.94 0.00 0.00 0.00 MWD
5000.00 12.76 315.99 4901.98 648.03 -626.01 901.01 0.00 0.00 0.00 MWD
5100.00 12.75 315,99 4999.51 663,90 -641.34 923.08 0.00 0.00 0.00 MWO
5200.00 12.75 315.99 5097.06 679.77 -666.68 945.15 0.00 0.00 0.00 MWD
5300.00 12.75 315.99 5194.58 695.64 -672.01 967.22 0.00 0.00 0.00 MWD

5400.00 12.75 315.99 5292.11 711.52 -687.34 989.29 0.00 0.00 0.00 MWD
5408.09 12.75 315.99 5300.00 712.80 -688.58 991.08 0.00 0.00 0.00 MWD
5500.00 10.91 315.99 5389.96 726.35 -701.68 1009.92 2.00 -2.00 0.00 MWD
5600.00 8.91 315.99 5488 46 738.73 -713.64 1027.13 2.00 -2.00 0.00 MWD
5700.00 6.91 315.99 5587.50 748.63 -723.20 1040.90 2.00 -2.00 0.00 MWD

5800.00 4.91 315,99 5686 97 756,04 -730.35 1051 20 2,00 -2,00 0.00 MWD
5900.00 2.91 315,99 5786.73 760.95 -735.09 1058.02 2.00 -2.00 0.00 MWD
6000.00 0.91 315.99 5886.67 763.34 -737.41 1061.35 2.00 -2.00 0.00 MWD
6045.59 0.00 315.99 5932.25 763.61 -737.66 1061.72 2.00 -2.00 0.00 MWD
6100.00 0.00 315.99 5986.67 763.61 -737.66 1061.72 0.00 0.00 0.00 MWD

6200.00 0.00 315.99 6086.67 763.61 -737.66 1061.72 0.00 0.00 0.00 MWD
6300.00 0.00 315.99 6186.67 763.61 -737.66 1061.72 0,00 0.00 0.00 MWD
6313.33 0.00 315.99 6200.00 763.61 -737.66 1061.72 0.00 0.00 0.00
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NEWFIELD

ROCKY MOUNTAINS

March 20, 2006

Ms. Diana Whitney
State of Utah - Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11
Gilsonite State #G-32-8-17: 1925' FNL, 1872' FWL (surface)

1326' FNL, 1322' FWL (bottomhole)
Gilsonite State #H-32-8-17: 1923' FNL, 1893' FWL (surface)

1326' FNL, 2644' FWL (bottomhole)
Gilsonite State #M-32-8-17: 2178' FSL, 2273' FEL (surface)

2649' FSL, 2643' FEL (bottomhole)
Gilsonite State #Q-32-8-17:1882' FSL, 781' FWL (surface)

1325' FSL, 1323' FWL (bottomhole)
Gilsonite State #N-32-8-17: 1887' FSL, 802' FWL (surface)

2650' FSL, 1323' FWL (bottomhole)
Duschene Cty., Utah

Dear Ms. Whitney:

Pursuant to the filing by Newfield Production Company (hereinafter "NPC") of five
Applications for Permit to Drill (dtd 12/21/2005) concerning the wells referenced above,
NPC is hereby submitting this letter in accordance with Oil & Gas Conservation Rule
R649-3-3 pertaining to the Exception Location and Siting of Wells and R649-3-11,
Directional Drilling.

These wells are located in Section 32: T8S-R17E; the entire section is covered by state
lease ML-22060 and the entire section is also known as the Gilsonite Unit.

NPC is permitting these well as directional wells in order to minimize surface
disturbance. Locating the wells at these surface locations and directionally drilling from
these locations, NPC will be able to utilize the existing the existing road and pipelines in
the area.

Page l

RECEIVED
MAR22 2006

DIVOFOIL,GAS&MlNING

Newfield E×ploration Company 1401 17th Street, Suite 1000 Denver, CO 80202 (303) 893-0102 Fa× (303)
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Please note that the working interest owners within this unit are: Key Production
Company, Wilbanks Reserve Corp., ROEC, Inc., Jasper N. Warren, King Oil & Gas of
Texas, Ltd. and Rust to Gold, LLC. We have contacted these owners and their consents
to these locations are attached.

Therefore, based on the above stated information NPC requests the permit be granted
pursuant to R649-3-11.

Sincerely,

Newfield Production Company

Laurie Deseau
Properties Administrator

Enclosures

Page



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah March 22, 2006

Department of
Natural Resources

MICHAEL R. STYLER
ExecutiveDirector Newfield Production Company

Rt. #3, Box 3630
Division of Myton, UT 84052

Oil, Gas & Mining
JOHN R. BAZA
Division oirector Re: Gilsonite State G-32-8-17 Well, 1925' FNL, 1872' FWL, SE NW, Sec. 32,

T. 8 South, R. 17 East, Bottom Location 1326' FNL, 1322' FWL, NW ,

Sec.32, T. 8 South, R. 17 East, Duchesne Countv, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33009.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
SITLA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 - facsimile(801) 359-3940 •TTY (801)538-7458 • www
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Operator: Newfield Production Company
Well Name & Number Gilsonite State G-32-8-17

API Number: 43-013-33009
Lease: ML-22060

Location: SE NW Sec.1 T. 8 South R. 17 East
Bottom Location: NW Sec. 32 T. 8 South R. 17 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at (801) 538-5338
• Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

5. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such
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Page 2
43-013-33009
March 22, 2006

6. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy Attached)

7. Cement volumes for the 8 5/8" and 5 ½" casing strings shall be determined from actual hole
diameters in order to place cement from the pipe setting depths back to the



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: GILSONITE ST G-32-8-17

Api No: 43-013-33009 Lease Type: STATE

Section 32 Township 08S Range 17E County DUCHESNE

Drilling Contractor ROSS DRILLING RIG # 24

SPUDDED:
Date 04/04/06

Time 12:00 NOON

How DRY

Drilling will Commence:

Reported by ALVIN NIELSEN

Telephone # (435) 823-7468

Date 04/04/2006 Signed
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONAND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING ML22060

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

a not use this fonn for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged wells, 7. UNIT or CA AGREEMENTNAME:

to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL form for such proposals. GILSONITE
1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL O GAS WELL OTHER Unassigned GILSONITE STATE G-32-8-17
2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333009
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE UT ZIP 84052 435.646.3721 Monument Butte
4. LOCATIONOF WELL:

FOOTAGES AT SURFACE: 1925 FNL 1872 FWL COUNTY: Duchesne

OTRIOTR.SECTION,TOWNSHIP,RANGE,MERIDIAN: SE/NW,32, T8S, R17E STATE: Utah

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN O REPERFORATECURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate> 0 ALTER CASING O FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will O CASING REPAIR O NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS O OPERATORCHANGE O TUBINGREPAIR

O CHANGETUBING O PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENTREPORT O CHANGEWELLNAME O PLUGBACK O WATERDISPOSAL
(SubmitOriginalForm Only)

CHANGE WELL STATUS PRODUCTION(START/STOP) WATERSHUT-OFF
Date of WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Spud Notice

04/05/2006
CONVERT WELL TYPE . RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

On 4/4/06 MIRURoss # 24. Drill303' of 12 1/4" hole with air mist. TIHW/ 7 Jt's 8 5/8" J-55 24 # csgn. Set @311.92'/ KB On 4/5/06
cement with 160 sks of class "G" w/ 2% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17 cfl sk yeild. Returned 4 bbis cement
to pit. WOC.

NAME (PLEASE PRINT) Alvin Nielsen TITLE Drilling Foreman

SIGNATURE DATE 04/05/2006

(ThisspaceforStateuseonly)
gggNED

APRiO2008

Og OFOLgg &
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NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASINGSET AT 311.92

LAST CASING 8 5/8" SET AT 311.92' OPERATOR Newfield Production Company

DATUM 12' KB WELL Gilsonite State G-32-8-17

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # Ross Rig # 24

TD DRILLER 303' LOGGER

HOLE SIZE 12 1/4

LOG OF CASINGSTRING:

PIECES OD ITEM - MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 40.90'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 300.07

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 301.92

TOTALLENGTH OF STRING 301.92 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASINGSET DEPTH 311.92
TOTAL 300.07 7 -

TOTAL CSG. DEL. (W/OTHRDS) 301.46 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 4/4/2006 12:00 PM GOOD CIRC THRU JOB YES

CSG. IN HOLE 4/4/2006 6:00 PM Bbis CMTCIRC TO SURFACE 4

BEGIN CIRC 4/5/2006 10:26 AM RECIPROCATED PIPE FOR THRU FT STROKE

BEGIN PUMP CMT 4/5/2006 10:35 AM N/A

BEGIN DSPL. CMT 4/5/2006 10:46 AM BUMPEDPLUGTO 236 PSI

PLUG DOWN 4/5/2006 10:54 AM

CEMENT USED CEMENT COMPANY- B. A.
STAGE # SX CEMENTTYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#/sk Cello-Flake mixed g 15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & third for 3

COMPANY REPRESENTATIVE Alvin Nielsen DATE 4/5/2006

RECENED

Apgi O2006

DKOF0\L,GAS&



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION ANDSERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING ML22060

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN.ALLOTTEEORTRIBENAME:

a not use this form for proposals to drill new wells, significantly deepen existin8 wells below current bottorn-holedepth, reenter plugged wells, 7. UNIT or CA AGREEMENTNAME:

to drill horizontallaterals. Use APPLICATIONFOR PERMITTO DRILLfonn for such proposals. GILSONITE

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER Unassigned GILSONITE STATEG-32-8-17

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELDPRODUCTIONCOMPANY 4301333009

3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crfY Myton STATE UT ZIP 84052 435.646.3721 Monurnent Butte

4. LOCATIONOF WELL:

FOOTAGESATSURFACE: 1925FNLl872FWL COUNTY: Duchesne

OTR/OTR,SECTION.TOWNSHIP.RANGE,MERIDIAN: SE/NW, 32, T8S, R17E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENT FORMATION

O NOTICEOF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximatedate work will O CASING REPAIR O NEW CONSTRUCTION O TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUO AND ABANDON VENT OR FLAIR

SUBSEQUENTREPORT O CHANGEWELLNAME O PLUOBACK WATERDISPOSAL

(Submit OriginalForm Only) O CHANGEWELL STATUS O PRODUCTION(START/STOP) WATER SHUT-OFF

Dateof WorkCompletion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Weekly StatusReport

05/01/2006 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

On 4-23-06 MIRUNDSI Rig #2. Set all equipment. Pressure test Kelly,TIW, Choke manifold,& Bop's to 2,000 psi. Test 8.625 csgn to
1,500 psi. Vernal BLMfield, & Roosevelt DOGM officewas notifed of test. PU BHAand tag cement @267'. Drillout cement & shoe.
Drilla 7.875 hole with fresh water to a depth of 6,350'. Lay down drillstring & BHA. Open hole log w/ Dig/SP/GR log's TD tosurface.
PU & TlH with Guide shoe, shoe jt, float collar, 145 jt's of 5.5 J-55, 15.5#csgn. Set @6342.63' / KB. Cement with 350 sks cement
mixed @11.0 ppg & 3.43 yld. Then 475 sks cement mixed @14.4 ppg & 1.24 yld. With 45 bbis cement returned to pit. Nipple down
Bop's. Drop slips@110,000 #'s tension. Release rig8:30am on 5-01-06.

RECE1VED

tSY O5i
DN.0FOIL,GAs&MNING

NAME (PLEASE PRINT) Ray Herrera TITLE Drilling Foreman

SIGNATURE /M DATE 05/0 1/2006

(This space for State use



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASING SET AT 6342.63

FIt cilr@ 6300.83

LAST CASING 8 5/8" SET / 311.92 OPERATOR Newfield Production Company

DATUM 12' KB WELL GS State G-32-8-17

DATUMTO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte

DATUMTO BRADENHEAD FLANGE CONTRACTOR & RIG # NDSI #2

TD DRILLER 6350 LOGGER 6345

HOLE SIZE 7 7/8"

LOGOF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

5.98 short Jtg 4075

145 5 1/2" ETC LT & C casing 15.5# J-55 8rd A 6286.83

Float collar 0.6

1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 42.55

GUIDE shoe 8rd A 0.65

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 6344.63

TOTALLENGTH OF STRING 6344.63 146 LESS CUTOFF PIECE

LESS NON CSG. ITEMS 15.25 PLUS DATUMTO T/CUT OFF CSG

PLUS FULL JTS. LEFT OUT 42.67 1 CASING SET DEPTH 6342.63
TOTAL 6372.05 147 -

TOTAL CSG. DEL. (WlO THRDS) 6372.05 147 COMPARE

TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 5/1/2006 1:00 AM GOOD CIRCTHRU JOB yes

CSG. IN HOLE 5/1/2006 5:10 AM Bbis CMTCIRCTO SURFACE 45 bbis

BEGIN CIRC 5/1/2006 5:00 AM RECIPROCATED PIPE FOR THRUSTROKE No

BEGIN PUMP CMT 5/1/2006 6:35 AM DID BACK PRES. VALVE HOLD ? Yes

BEGIN DSPL. CMT 5/1/2006 7:38 BUMPED PLUG TO 2120 PSI

PLUG DOWN 5/1/2006 8:03 AM

CEMENT USED CEMENT COMPANY- 8. A.
STAGE # SX CEMENT TYPE & ADDITIVES

1 350 Premlite IIw/ 10% pel + 3 % KCL, 3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed g 11.0 ppg W / 3.43 cf/sk yield
2 475 50/50 poz W/ 2% Gel + 3% KCL, .5%EC1,1/4# sk C.F. 2% gel.3% SM mixed g 14.4 ppg W/ 1.24 YLD

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING

Centralizers - Middle first, top second &third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE E May 1,2006

ISY O5 2006

DN.0FOIL,GAS&



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING
5.L GNA SERIALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this fonn for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged

wells, or to drillhorizontallaterals. Use APPLICATION FOR PERhfIT TO DRILL form for such proposals. GILSONITE UNIT

l TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER UNKNOWN GILSONITE G-32-8-17

2 NAMEOFOPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301333009
3 ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT ziP 84052 435.646.3721 MONUMENT BUTTE
4 LOCATIONOFWELL:

FOOTAGES AT SURFACE: 1925 FNL 1872 FWL - COUNTY: DUCHESNE

OTR/OTR. SECIION. TOWNSHIP. RANGE. MERIDIAN: SENW, 32, TSS, RI7E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN O REPERFORATECURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACIURE TREAT O SIDETRACK TO REPAIR WELL

Approximate datework will CASING REPAIR NEW CONSTRUCTION O TEMPORARITLY ABANDON

07/16/2006
CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON O VENT OR FLAIR

O SUBSEOUENTREPORT O CHANGEWELLNAME O PLUGBACK WATERDISPOSAL

(Submit Origmal Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUClNG FORMATIONS O RECLAMATION OF WELL SITE OTHER -

O CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the Ashley,
Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the produced water is
injected into approved Class II wells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah approved
surface disposal facilities.

Accepted by the
Utah Division of

Oil,Gas and Mining

Date: 2-
By:

(Tjus space for State use



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR EO W3

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

GILSONITE UNIT
1. T pe of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator GILSONITEG-32-8-17

NEWFIELD PRODUCTION COMPANY 9. API Well No.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333009

Myton, UT 84052 435 646 3721 10 Field and Pnni, or ExpInratorv Area

4 Locationof Well (Footage, Sec., T., R., M, or SurveyDescription) MONUMENT BUTTE
1925 FNL 1872 FWL 11. County or Parish, State

SENW Section 32 TSS R17E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Production(Start/Resume) O Water Shut-Off
Notice of Intent O Alter Casing O Fracture Treat Reclamation O Well Integrity

Subsequent Report Casing Repair O New Construction Recomplete S Other
Change Plans O Plug & Abandon Temporarily Abandon Weekly Status Report

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposed or CompletedOperation(clearly state all pertinent details, including estimated startingdate ofany proposed work and approximate duration thereof. Ifthe

proposal is to deepen diæctionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operationresults in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be filed once testmg has been completed.
Final Abandomnent Notices shall be filed only after all requirements, including æclamation, have been completed,and the operator has determined that the site is ready for final
inspection.)

Status report for timeperiod 06/19/06 - 07/16/06

Subject well had completion procedures intiated in the Green River formation on 06-16-06 without the use of a service rig over
the well. A cement bond log was run and a totalof two Green River intervals were perforated and hydraulically fracture treated
with 20/40 mesh sand. Perforated intervals are as follows: Stage #1 (5622'-5640'),(5570'-5578'),(5522'-5541'),(5484'-5503');
Stage #2 (5394'-5418'). AIIperforations, were 4 JSPF. Composite flow-through frac plugs were used between stages. Fracs
were flowed back throughchokes. A service rig was moved over the well on 07-07-2006. Bridge plugs were drilled out and well
was cleaned to 6287'. Zones were swab tested for sand cleanup. A new 1 1/2" bore rod pump was run in well on sucker rods.
Well was placed on production via rod pump on 07-16-2006.

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

IanaN kff Production Clerk
Sign ture Date

Approvedbv Titic IDate
Conditionsof approval if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the agglicant to conductoperations thereon.

Title 18U.S.C. Section 1001 and Title 43 U.S.C.Section 1212,make it a crime for any person knowinglyand willfully to make to any depattment or agency ofthe ggj
States anv false. fictitious and fraudulentstatements or reoresentationsas to anv matter within its iurisdiction L- I T

(Instructions on reverse) SEP12 2006

DIV.OFOIL,GAS&MINING







SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO '
NAME TRUE

MEAS.DEPTH VERT.DEPTH

Well Name Garden Gulch Mkr 3946'
Gilsonite State #G-32-8-17 Garden Gulch l 4148'

Garden Gulch 2 4265'
Point 3 Mkr 4538'
X Mkr 4776'
Y-Mkr 4812'
Douglas Creek Mkr 4944'
BiCarbonate Mkr 5173'
B Limestone Mkr
Castle Peak 5826'
Basal Carbonate 6264'
Total Depth (LOGGERS



Scientific
Drilling Directional Survey Certification

RE: Newfield Exploration Co. Operator
GS G-32-8-17 Well Name & No.

Duchesne County, UT Location
41DEFO604407 SDI Job No.

I, Julie Seaman , having personal knowledge of all the facts, hereby
certifythattheattached directional survey run from a measured depth of 340 feet to a
measured depth of 6350 feet is true and correctas determined from all available records.

District Engineer Scientific DrillingInternational
Signature Title Company

State of : Wyoming }
} ss

County of : Natrona }

this day of , 2006, before me personally appeared
o me known as the person described in and who executed the foregoing

i strumentand acknowledgedthat(s)he executed the same as his/her free act and deed.

Seal Ôþ
Notary Public MyCommistion Expires

NOTARY PUBLIC
DARCI NEAL

STATE OF WYOMING
coUNTY OF NATRONA



Fleid: Duchesne County, UT
Site: GS G-32-8-17

Well
I° G-32-8-17

Newfield Exploration Co
Rocky MountainOperadens survey:Survey #1

·

T

M Azimuths to True North
Magnetic Norih: 11.98*
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Surve #1 GS G-32-8•17 0.00 0.00 638247.17 2410665.42 40'04'35.081N 110'01'56.609W NIA

650 GS G-32-8-17,0H,Plan #4

SITE DETAILS Survey: Survey #1 (GS G-32-8-17/OH)
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R177E Created By: Julie Seaman Date: 2006-05-01

Site Centre Northing: 638247.17 FIELD DETAILS
Easting: 2410665.42 Duchesne County, UT
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n .00 Geodetic System: US State Plane Coordinate System 1927

750 convergence:0.94 Ellipsold: NAD27(Clarke 1866)
Zone: Utah, Central Zone

Magnetic Model: igrf2005

-500 0 500 1000 1500 BOTTOM HOLE CLOSURE "Êi A"ÅM nNS Level

Vertical Section at 315.99° [1000ftlin] 1090.12 ft 315.83*



sworso Scientific Drilling International
"-- "- Survey Completion Report

Company: NewfieldExplorationCo. Date: 2006-05-01 Time: 11:57:50 Page: 1
Field: Duchesne County, UT Co-ordinate(NE) Reference: Well: GS G-32-8-17, True North
Site: GS G-32-8-17 Vertical (TVD) Reference: GL 5252' &RKB 12' 5264.0
Well: GS G-32-8-17 Section (VS) Reference: Well (0.00N,0.00E,315.99Azi)
Welipath: OH Survey Calculation Method: MinimumCurvature Db: Sybase

Survey: Survey #1 Start Date: 2006-04-24

Company: Scientific Drilling Engineer: S. Park
Tool: MWD;MWD- Standard Tied-to: From Surface

Field: Duchesne County, UT

Map System:US State Plane Coordinate System 1927 Map Zone: Utah, Central Zone
Geo Datum: NAD27(Clarke 1866) Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: igrf2005

Site: GS G-32-8-17
Sec. 32 TSS R17E

Site Position: Northing: 638247.17 ft Latitude: 40 4 35.081 N
From: Map Easting: 2410665.42 ft Longitude: 110 1 56.609 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 5252.00 ft Grid Convergence: 0.94 deg

Weil: GS G-32-8-17 Slot Name:
SHL: 1943' FNL, 1918' FWL

Well Position: +N/-S 0.00 ft Northing: 638247.17 ft Latitude: 40 4 35.081 N
+E/-W 0.00 ft Easting: 2410665.42 ft Longitude: 110 1 56.609 W

Position Uncertainty: 0.00 ft

Welipath: OH Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: GL 5252' & RKB 12' Height 5264.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 2006-03-08 Declination: 11.98 deg
Field Strength: 52873 nT Mag Dip Angle: 65.96 deg
Vertical Section: Depth From (TVD) +N/-S +El-W Direction

ft ft ft deg
0.00 0.00 0.00 315.99

Survey

Meas Depth Inclination Azimuth TVD Vert Sect N/S E/W DLS CLen CisD CisA
ft deg deg ft ft ft ft deg/100ft ft ft deg

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 o.oo
340.00 0.39 189.98 340.00 -0.68 -1.14 -0.20 0.11 340.00 1.16 189.98
401.00 0.51 182.31 401.00 -0.99 -1.62 -0.25 0.22 61.00 1.63 188.71
432.00 0.35 245.63 431.99 -1.05 -1.79 -0.34 1.52 31.00 1.82 190.72
461.00 0.41 320.45 460.99 -0.92 -1.75 -0.49 1.60 29.00 1.82 195.53

492.00 0.84 298.21 491.99 -0.59 -1.56 -0.76 1.57 31.00 1.73 205.94
523.00 0.62 323.65 522.99 -0.21 -1.31 -1.06 1.25 31.00 1.69 218.81
555.00 0.80 330.20 554.99 0.18 -0.98 -1.27 0.62 32.00 1.60 232.35
585.00 1.01 307.56 584.98 0.64 -0.64 -1.58 1.37 30.00 1.71 248.09
616.00 1.94 309.73 615.97 1.43 -0.14 -2.20 3.00 31.00 2.21 266.49

647.00 2.00 310.47 646.95 2.49 0.55 -3.02 0.21 31.00 3.07 280.35
678.00 2.35 312.79 677.93 3.67 1.33 -3.90 1.16 31.00 4.12 288.90
708.00 3.15 315.10 707.90 5.11 2.34 -4.93 2.69 30.00 5.46 295.35
739.00 3.52 313.28 738.85 6.91 3.59 -6.22 1.24 31.00 7.19 299.99
769.00 3.81 314.96 768.78 8.82 4.93 -7.60 1.03 30.00 9.06 302.96

800.00 3.95 316.11 799.71 10.92 6.42 -9.07 0.52 31.00 11.11 305.31
830.00 4.38 321.85 829.63 13.09 8.07 -10.49 1.99 30.00 13.24 307.56
860.00 4.72 321.75 859.54 15.46 9.94 -11.96 1.13 30.00 15.56 309.72
891.00 5.46 317.59 890.42 18.21 12.03 -13.75 2.67 31.00 18.27 311.19
922.00 6.05 318.02 921.26 21.31 14.33 -15.84 1.91 31.00 21.36 312.15

954.00 6.34 317.60 953.07 24.76 16.89 -18.16 0.92 32.00 24.80 312.94
985.00 6.80 323.65 983.87 28.29 19.63 -20.40 2.68 31.00 28.31 313.91

1017.00 7.22 321.45 1015.63 32.17 22.73 -22.77 1.56 32.00 32.18 314.95
1048.00 7.60 325.19 1046.37 36.14 25.94 -25.16 1.98 31.00 36.14



ormo Scientific Drilling International
'* Survey Completion Report

Company: NewfieldExplorationCo. Date: 2006-05-01 Time: 11:57:50 Page: 2
Field: Duchesne County, UT Co-ordinate(NE) Reference: Well: GS G-32-8-17, True North
Site: GS G-32-8-17 Vertical (TVD) Reference: GL 5252' &RKB 12' 5264.0
We11: GS G-32-8-17 Section (VS) Reference: Well (0.00N,0.00E,315.99Azi)
Welipath: OH Survey Calculation Method: MinimumCurvature Db: Sybase

Survey
Meas Depth Inclination Azimuth TVD Vert Sect N/S E/W DLS CLen CisD CisA

ft deg deg ft ft ft ft deg/100ft ft ft deg

1079.00 8.08 322.21 1077.08 40.33 29.34 -27.66 2.03 31.00 40.33 316.69

1111.00 8.38 321.54 1108.75 44.88 32.95 -30.49 0.98 32.00 44.89 317.22
1142.00 8.91 320.78 1139.40 49.52 36.58 -33.41 1.75 31.00 49.54 317.59
1173.00 9.77 320.89 1169.99 54.54 40.48 -36.59 2.77 31.00 54.57 317.89
1205.00 10.24 320.81 1201.50 60.08 44.79 -40.10 1.47 32.00 60.12 318.16
1236.00 10.62 320.89 1231.99 65.67 49.14 -43.65 1.23 31.00 65.72 318.39

1266.00 10.96 321.23 1261.46 71.26 53.51 -47.17 1.15 30.00 71.34 318.60
1298.00 11.27 317.92 1292.86 77.42 58.20 -51.18 2.22 32.00 77.50 318.68
1330.00 11.26 317.82 1324.24 83.66 62.84 -55.37 0.07 32.00 83.75 318.62
1358.00 11.27 316.73 1351.70 89.13 66.86 -59.08 0.76 28.00 89.22 318.53
1453.00 13.03 317.80 1444.57 109.12 81.55 -72.64 1.87 95.00 109.21 318.31

1546.00 13.57 318.48 1535.08 130.50 97.49 -86.91 0.60 93.00 130.60 318.28
1639.00 13.70 317.62 1625.46 152.41 113.79 -101.57 0.26 93.00 152.53 318.25
1731.00 13.55 317.24 1714.87 174.07 129.75 -116.23 0.19 92.00 174.20 318.15
1824.00 13.16 314.83 1805.35 195.55 145.21 -131.13 0.73 93.00 195.66 317.92
1918.00 12.16 314.10 1897.07 216.14 159.65 -145.83 1.08 94.00 216.23 317.59

2013.00 12.07 313.29 1989.95 236.06 173.42 -160.25 0.20 95.00 236.12 317.26
2105.00 11.46 312.02 2080.02 254.79 186.13 -174.04 0.72 92.00 254.82 316.92
2199.00 11.51 309.48 2172.14 273.42 198.35 -188.21 0.54 94.00 273.43 316.50
2294.00 11.74 310.49 2265.19 292.46 210.65 -202.88 0.32 95.00 292.46 316.08
2386.00 12.74 312.62 2355.10 311.91 223.60 -217.46 1.19 92.00 311.91 315.80

2480.00 12.99 314.25 2446.74 332.81 237.99 -232.66 0.47 94.00 332.82 315.65
2575.00 13.10 315.51 2539.28 354.25 253.12 -247.85 0.32 95.00 354.26 315.60
2666.00 12.74 318.63 2627.98 374.59 268.00 -261.71 0.86 91.00 374.59 315.68
2759.00 13.12 316.82 2718.62 395.38 283.40 -275.71 0.60 93.00 395.39 315.79
2852.00 12.02 317.68 2809.39 415.62 298.25 -289.45 1.20 93.00 415.62 315.86

2947.00 11.84 315.49 2902.34 435.25 312.52 -302.95 0.51 95.00 435.25 315.89
3041.00 12.80 321.16 2994.18 455.27 327.51 -316.24 1.64 94.00 455.27 316.00
3134.00 12.24 320.01 3084.97 475.36 343.08 -329.03 0.66 93.00 475.36 316.20
3229.00 11.84 317.49 3177.88 495.15 357.98 -342.09 0.70 95.00 495.16 316.30
3323.00 11.69 317.72 3269.90 514.31 372.14 -355.01 0.17 94.00 514.32 316.35

3417.00 12.13 315.72 3361.88 533.70 386.26 -368.32 0.64 94.00 533.71 316.36
3510.00 12.39 314.22 3452.76 553.45 400.21 -382.29 0.44 93.00 553.45 316.31
3603.00 12.15 315.21 3543.64 573.20 414.11 -396.33 0.34 93.00 573.21 316.26
3698.00 12.37 316.71 3636.47 593.38 428.62 -410.35 0.41 95.00 593.38 316.25
3793.00 12.20 316.63 3729.29 613.59 443.32 -424.23 0.18 95.00 613.59 316.26

3887.00 10.89 314.40 3821.39 632.40 456.75 -437.39 1.47 94.00 632.40 316.24
3979.00 11.46 316.69 3911.65 650.22 469.48 449.87 0.79 92.00 650.23 316.22
4073.00 11.87 317.15 4003.70 669.23 483.37 -462.85 0.45 94.00 669.23 316.24
4168.00 10.95 315.64 4096.83 688.02 496.98 475.80 1.02 95.00 688.02 316.25
4261.00 10.94 315.29 4188.13 705.67 509.57 488.19 0.07 93.00 705.68 316.23

4355.00 10.28 317.44 4280.53 722.98 522.08 -500.13 0.82 94.00 722.98 316.23
4449.00 10.79 319.88 4372.94 740.14 534.99 -511.48 0.72 94.00 740.15 316.29
4543.00 11.24 320.17 4465.21 758.06 548.75 -523.02 0.48 94.00 758.07 316.38
4637.00 10.91 317.98 4557.46 776.08 562.40 -534.84 0.57 94.00 776.11 316.44
4731.00 11.19 321.38 4649.72 794.06 576.13 -546.49 0.75 94.00 794.09 316.51

4824.00 11.11 316.25 4740.97 812.00 589.66 -558.31 1.07 93.00 812.04 316.56
4916.00 10.63 310.51 4831.32 829.31 601.57 -570.90 1.29 92.00 829.34 316.50
5008.00 10.19 317.58 4921.81 845.89 613.09 -582.84 1.47 92.00 845.92 316.45
5100.00 10.65 321.26 5012.29 862.49 625.73 -593.65 0.88 92.00 862.53 316.51
5193.00 10.06 318.58 5103.78 879.17 638.53 -604.40 0.82 93.00 879.21 316.57

5284.00 10.85 316.92 5193.26 895.67 650.74 -615.51 0.93 91.00 895.72



Scientific Drilling Internationalscienneormna
"•*- ••'*" Survey Completion Report

Company: NewfieldExplorationCo. Date: 2006-05-01 Time: 11:57:50 Page: 3
Field: Duchesne County, UT Co-ordinate(NE) Reference: Well: GS G-32-8-17, True North
Site: GS G-32-8-17 Vertical (TVD) Reference: GL 5252' &RKB 12' 5264.0
Well: GS G-32-8-17 Section (VS) Reference: Well (0.00N,0.00E,315.99Azi)
Welipath: OH Survey Calculation Method: MinimumCurvature Db: Sybase

Survey

Meas Depth Inclination Azimuth TVD Vert Sect N/S E/W DLS CLen CisD CisA
ft deg deg ft ft ft ft deg/100ft ft ft deg

5378.00 11.67 315.92 5285.45 914.02 664.03 -628.16 0.90 94.00 914.07 316.59
5473.00 11.43 312.26 5378.53 933.02 677.27 -641.81 0.81 95.00 933.07 316.54
5568.00 11.72 315.48 5471.60 952.07 690.48 -655.55 0.75 95.00 952.10 316.49
5660.00 11.52 315.30 5561.71 970.60 703.67 -668.56 0.22 92.00 970.63 316.47

5751.00 11.36 313.33 5650.91 988.63 716.28 -681.47 0.46 91.00 988.66 316.43
5845.00 10.87 313.81 5743.14 1006.74 728.77 -694.60 0.53 94.00 1006.76 316.37
5938.00 10.33 312.46 5834.56 1023.82 740.46 -707.08 0.64 93.00 1023.84 316.32
6032.00 9.86 311.70 5927.10 1040.26 751.51 -719.31 0.52 94.00 1040.27 316.25
6126.00 9.04 310.20 6019.82 1055.64 761.63 -730.96 0.91 94.00 1055.64 316.18

6220.00 8.68 306.66 6112.70 1069.98 770.63 -742.29 0.69 94.00 1069.98 316.07
6287.00 9.31 302.00 6178.88 1080.23 776.52 -750.94 1.44 67.00 1080.23 315.96
6350.00 9.31 302.00 6241.05 1090.12 781.92 -759.58 0.00 63.00 1090.12 315.83

Annotation

MD TVD
ft ft

6350.00 6241.05 Projection to



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIALNUMBER:

DIVISION OF OIL, GAS AND MINING UTAH STATE ML-22060

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantlydeepen existing wells below currentbottom-holedepth, menter plugged
7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GILSONITEUNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER GILSONITE STATE G-32-8-17

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333009

3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 1925FNL 1872FWL COUNTY: DUCHESNE

OTR/OTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SENW, 32, TSS, R17E STATE UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN O REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicat•> 0 ALTER CASING O FRACTURETREAT O SIDETRACKTO REPAIRWELL

Approximatedate work will CASING mR O NEW CONSTRUCTION WORARirLY ABANDON

O CHANGE TO PREVIOUSPLANS O OPERATORCHANGE TUBING REPAIR

O CHANGETUBING O PLUG AND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME O PLUGBACK O WATERDISPOSAL

(SubmitOriginalForm Only)
CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL SirE OTHER: -

08/07/2007 Q CONVERTWELLTYPE RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subjectwell was recompleted on 07/20/07, attached is a daily recompletion status report.

NAME (PLEASE PRINT) I Di TFTLE ProductionClerk

(This space for State use only)

RECEIVED
AUS152007

DIV.0FOIL,GAS&



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

GILSONITE G-32-8-17
5/1/2007 To 9/30/2007

7/16/2007 Day: 1 Recompletion

Western #3 on 7/15/2007 - MIRU Western #3. RU HO trk & pump 70 BW dn annulus
@ 250°F. RD pumping unit & unseat pump. Flush tbg & rods W/ 40 BW @ 250°F. Re-
seat pump, soft joint rod string & strip off flow-T. Fill tbg W/ 20 BW. Pressure test
tbg to 3000 psi. Retrieve rod string & unseat pump. TOH W/ rod string--LD pump.
No scale on rods or pump. ND wellhead. Release TA ® 5599'. NU BOP. TOH W/
production tbg--LD BHA. No scale. TIH W/ 4 3/4" bit, 5 1/2" casing scraper &
production tbg. PU work string to tag fill @ 6217'. RU circulating equipment. Took
260 bbis to gain circulation. Wash out sd to PBTD @ 6287'. Circ hole clean. Lost add'I
140 BW during cleanout. LD work string. TOH W/ bit to 5098'. SIFN W/ est 530
BWTR.

7/17/2007 Day: 2 Recompletion

Western #3 on 7/16/2007 - Bleed gas off well. Con't TOH W/ tbg f/ 5098'-LD bit &
scraper. RU Perforators LLC & perf new intervals W/ 3 1/8" slick guns as follows:
CP5 sds @ 6204-12' & 6218-24'; CP3 sds @ 6048-56'; CP2 sds @ 5938-50'; CP .5 sds
@ 5847-53' and B2 sds @ 5294-5306'. AII 4 JSPF in 2 runs total. RD WLT. Talley, PU
& TIH W/ Weatherford 5 1/2" "TS" RBP, RH, tbg sub, 5 1/2" "HD" pkr & 2 7/8 Brd
6.5# N-80 tbg. Set Set plug @ 5903' & pkr @ 5894'. Fill csg W/ 74 BW & tbg W/ 27
BW. Pressure test tbg & tools to 2000 psi. Release pkr, pull up & re-set @ 5804'. Fill
tbg W/ 3 BW. Breakdown CP .5 sds (5847-53') @ 2700 psi. Inject 10 BW into perfs
@ 1 BPM @ 2700 psi. ISIP--1950 psi. Equalize & release tools. Con't PU tbg. Re-set
plug @ 5995' & pkr @ 5900'. Fill tbg W/ 4 BW & breakdown CP2 sds (5938-50') @
4000 psi. Inject 10 BW into perfs @ 1 BPM @ 1400 psi. ISIP--1150 psi. Equalize &
release tools. Con't PU tbg. Re-set plug @ 6275'. Pull up & install frac vavle & subs.
Leave pkr unset W/ EOT @ 6081'. Est 658 BWTR.

7/18/2007 Day: 3 Recompletion

Western #3 on 7/17/2007 - Set pkr @ 6089'. Fill casing w/ 70 bbis of water. RU BJ
Services & frac stage #1, CP5 sds down tbg w/ 24,709#'s of 20/40 sand in 267 bbis
of Lightning 17 frac fluid. Perfs broke down @ 3507 psi. Treated @ ave pressure of
4832 @ ave rate of 14.2 bpm w/ 6.5 ppg of sand. ISIP was 2646. Flow well back.
Well flowed back for 2 hours & died w/ 207 bbis rec'd. Fill casing w/ 50 bbis of
water & released pkr. TIH w/ tbg to tag 10' of sand on RBP. Released RBP. TOOH w/
tbg & set RBP @ 6100'. Set pkr @ 5991'. Fill casing w/ 20 bbis of water. RU BJ & frac
stage #2, CP3 sds w/ 44,885#'s of 20/40 sand in 429 bbis of Lightning 17 frac fluid.
Perfs broke down @ 3251 psi. Treated @ ave pressure of 3521 @ ave rate of 14.2
bpm w/ 6.5 ppg of sand. ISIP was 1785. Flow well back. Well flowed back for 2
hours & died w/ 136 bbis rec'd. Fill casing w/ 20 bbis water & released pkr. TIH w/
tbg to tag 30' of sand on RBP. Released RBP. TOOH w/ tbg. Set RBP @ 5985'. Leave
pkr hang @ 5748'. SIFN.

7/19/2007 Day: 4 Recompletion

Western #3 on 7/18/2007 - "TS" RBP @ 5985'. Set "HD" pkr @ 5748' (W/ EOT @
5758' MD). Tie rig pump onto annulus, fill W 71 BW & hold full during frac. RU BJ
Services to tbg and frac CP .5 & CP2 sds (5847' thru 5950') W/ 54,973# 20/40 sd in
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526 bbis Lightning 17 fluid. Pumped 780 gals 4 /o Techni-hib 767W "pre-pad"
followed by fresh wtr spacer ahead of job. Perfs broke down @ 2617 psi. Treated W/
ave rate of 14.2 BPM W/ ave press of 4582 psi. ISIP-1964 psi. RD BJ. Begin
immediate flowback of frac on 12/64" choke @ 1 BPM. Zone flowed for 2.5 hrs rec
178 BTF (est 34 /o of frac volume). Pressure up on annulus & open bypass on pkr.
Rev circ tbg clean. Release pkr & TIH W/ tbg. Tag sd @ 5970'. C/O sd to RBP @
5985'. Circ hole clean. Lost 65 BW during cleanout. Release plug. Est 1655 BWTR.
Move tbg & tools uphole. Set "TS" RBP @ 5350'. Install frac vavle & subs. Set "HD"
pkr @ 5162' (W/ EOT @ 5172' MD). Tie rig pump onto annulus, fill W 2 BW & hold
full during frac. RU BJ Services to tbg and frac B2 sds (5294-5306') W/ 64,604 #
20/40 sd in 569 bbis Lightning 17 fluid. Pumped 780 gals 4©/o Techni-hib 767W "pre-

pad" followed by fresh wtr spacer ahead of job. Perfs broke down @ 1370 psi.
Treated W/ ave rate of 14.2 BPM W/ ave press of 3915 psi. ISIP-2095 psi. RD BJ.
Begin immediate flowback of frac on 12/64" choke @ 1 BPM. Zone flowed for 2.5 hrs
rec 185 BTF (est 32 /o of frac volume). Pressure up on annulus & open bypass on
pkr. Rev circ tbg clean. Release pkr & TIH W/ tbg. Tag sd @ 5335'. C/O sd to RBP @
5350'. Circ hole clean (no fluid loss). Release plug. TIH W/ tbg. Re-set RBP @ 6253'.
TOH W/ tbg to place EOT @ 5162'. Leave pkr unset. RU swab equipment. IFL @ 200'.
Made 3 swb runs rec 29 BW. FFL @ 1000'. SIFN W/ est 2012 BWTR.

7/20/2007 Day: 5 Recompletion

Western #3 on 7/19/2007 - Well on vacuum. RU swab equipment & con't swabbing
for sand cleanup. IFL @ 2600'. Made 12 swb runs rec 90 BTF W/ light gas & no sand.
FOC @ 15 /o. FFL @ 3600'. TIH W/ pkr & tbg f/ 5162'. Tag sd @ 6241'. C/O sd to RBP
@ 6253'. Circ hole clean. Lost est 105 BW. Release plug. TOH and LD N-80 tbg & frac
tools. TIH W/ 2 7/8 NC & production tbg to 5726'. SIFN W/ est 2027 BWTR.

7/21/2007 Day: 6 Recompletion

Western #3 on 7/20/2007 - Bleed gas off well. PU add'I work string
(used/inspected 2 7/8 Brd 6.5# YB J-55 tbg). Tag fill @ 6277'. C/O sd to PBTD @
6287'. Circ hole clean. Lost est 170 BW. LD excess tbg. TOH W/ tbg--LD NC. TIH W/
revised BHA & production tbg as follows: 2 7/8 bullplug & collar, 3 jts tbg, 2 7/8
nipple, "Collar sized" gas anchor, 1 jt tbg, new CDI 2 7/8 SN, 1 jt tbg, repaired CDI 5
1/2" TA (45K) & 189 jts 2 7/8 Brd 6.5# J-55 tbg (top 13 jts are used/inspected
yellow band). ND BOP. Set TA @ 5983' W/ SN @ 6017' & EOT @ 6148'. Land tbg W/
16,000# tension. NU wellhead. Flush tbg W/ 60 BW (returned 38 BW). TIH W/
pump and revised rod string as follows: new CDI 2 1/2" X 1 3/4" X 20' RHAC pump,
4-1 1/2" weight rods, 236-7/8" scrapered rods (78 grade W/ 8 scrapers per rod---

top 14 are new), 1-2' X 7/8" pony rod and 1 1/2" X 26' polished rod. Seat pump &
RU pumping unit. Fill tbg W/ 10 BW. Pressure test tbg & pump to 200 psi. Stroke
pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 2229 BWTR. Returned
well to production @ 6:30 PM 7/20/2007 W/ 85" SL @ 5.5 SPM. FINAL REPORT!!

Pertinent Files: Go to File List
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